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1 Description of Research 

The purpose of this research was to develop enhancement and multi-sensor fusion algorithms and 
techniques to make it safer for the pilot to fly in what would normally be considered Instrument 
Flight Rules (IFR) conditions, where pilot visibility is severely restricted due to fog, haze or other 
weather phenomenon. We proposed to use the non-linear Multiscale Retinex[l, 2, 3, 4] (MSR) as 
the basic driver for developing an integrated enhancement and fusion engine. 

When we started this research, the MSR was being applied primarily to grayscale imagery such 
as medical images, or to three-band color imagery, such as that produced in consumer photography: 
it was not, however, being applied to other imagery such as that produced by infrared image 
sources. Even for such imagery, the MSR processed images, because of the inherent sharpness 
present in the computation, showed a discernible reduction in haziness. Additionally, because of 
the dynamic range compression and lightness constancy properties, the MSR processing resulted 
in an almost complete e limin ation of the problems due to low brightness, provided of course that 
the low brightness level did not result in initial loss of data when the image was acquired. Figure 1 
shows examples of these situations. 

However, we felt that it was possible by using the MSR algorithm in conjunction with multiple 
imaging modalities such as long-wave infrared (LWIR), short-wave infrared (SWIR), and visible 
spectrum (VIS), we could substantially improve over the then state-of-the-art enhancement algo- 
rithms, especially in poor visibility conditions. We proposed the following tasks: 

1. Investigate the effects of applying the MSR to LWIR and SWIR images. This consisted of 
optimizing the algorithm in terms of surround scales, and weights for these spectral bands. 

2. Fusing the LWIR and SWIR images with the VIS images using the MSR framework to 
determine the best possible representation of the desired features. 

3. Evaluating different mixes of LWIR, SWIR and VIS bands for maximum fog and haze reduc- 
tion, and low light level compensation. 

4. Modifying the existing algorithms to work with video sequences. 

Over the course of the 3 year research period, we were able to accomplish these tasks and report 
on them at various internal presentations at NASA Langley Research Center, and in presentations 
and publications elsewhere. A description of the work performed under the tasks is provided 
in Section 2. The complete list of relevant publications during the research periods is provided 
in Section 5. This research also resulted in the generation of intellectual property (Section 5.1) 
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Figure 1: Left row: low brightness level image and the MSR processed image: the effects of low 
brightness levels have been eliminated with respect to the signal-to-noise ratio of the acquisition 
device. Right row: original effects of haze caused by fog have been reduced by MSR processing. 



referenced by LaRC Case Number LAR 16570-1. Though a patent has not yet been applied for, 
NASA Langley has determined that this technology is of use and have retained the rights for future 
filings. 


2 Tasks 

2*1 Multi-sensors 

Investigate the effects of applying the MSR to LWIR and SWIR images. Optimize the algorithm in 
terms of surround scales , and weights . 

Multi-sensor data acquired during test flights on the 757- Aries platform were used to examine 
the issue of weights and scales for multi-sensors. The multi-sensor data in the present case consists 
of data from three sensors: Long- wave infrared (LWIR), short-wave infrared (SWIR), and visible 
band (VIS) . Each sensor provides a different view of the same scene though with different spatial 
resolution, field-of-view (FOV), and spectral sensitivity. Table 2.1 shows the characteristics of the 
various sensors [5]. The main reason for using a sensor suite, rather than a single sensor, is because 
features that are apparent in one modality, may or may not be apparent in another: the SWIR 
image may contain features that are not apparent in the VIS band and vice versa; similarly for the 
LWIR and VIS, and LWIR and SWIR bands. 



LWIR 

SWIR 

VIS 

Pixel Resolution (nominal) 

320 H x 240V 

320R x 240V 

542R x 497V (RGB) 

Optics FOV 

39° R x 29°V 

34°R x 25°V 

34°R x 25° V 

Detector readout frame rate 

60Hz 

60Hz (typical) 

30Hz (interlaced) 


2.1.1 LWIR 

The LWIR sensor provides the capability to see features that are at a temperature difference from 
their surroundings even through imaging conditions that would usually render a VIS camera useless. 
For example, an automobile would be clearly visible against a road through clouds or haze that 
would make a VIS image useless. The LWIR images tend to have poor contrast resolution because 
the image is really a depiction of the temperature variation in the scene. If there is not a significant 
degree of temperature variating between objects in a scene, as is the case when there is fog present, 
then the overall images also have less detail. Since the MSR enhances small variations in a region 
with respect to its surround, the overall impact of the MSR is to provide an image with greater 
contrast resolution and detail, Figure 2 (top-row). The default settings with which the MSR was 
used for grayscale and consumer photography were insufficient for the task of enhancing details 
in the LWIR image. By experimenting with the imagery that was acquired during several flights 
tests, we were able to adjust the MSR parameters, primarily contrast and brightness controls, that 
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Figure 2: The impact of MSR processing on imagery: top-row. LWIR; middle-row. SWIR; bottom- 
row. VIS. The original (left) image has poor contrast making it difficult to discern features of 
interest. The MSR processed image (right) enhances the features of interest with respect to their 
surroundings making them considerably more discernible. 

gave us a much better automatic enhancement. We should note, however, that the process can be 
controlled manual should different contrast and brightness levels are requires. We should also note, 
that for over 90% of the images, such adjustment does not need to be made. 

2.1.2 SWIR 

The SWIR imagery combines a bit of LWIR imagery with VIS imagery. However, it. is very evident 
from the data that the SWIR imagery has very poor dynamic range in normal visibility conditions. 
We should note, though, that the settings used for this sensor were optimized for detecting runway 
lights in night-time lighting conditions. These settings made the sensor worthless for detecting any 
other features. Because of the poor dynamic range these settings produced, the resulting images 
also have very poor contrast. Application of the MSR increases the dynamic range and contrast 
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of the SWIR imagery. Figure 2 (middle-row) shows the impact of the MSR on SWIR imagery: 
several small features that are essentially buried in the original SWIR image become very visible 
in the processed data. As in the case of LWIR, the default MSR processing was insufficient for 
enhancing the SWIR data stream to the desired level so we had to optimize MSR parameters for 
this operation by using the flight data. 

2.1.3 VIS 

Though the visible images are traditionally not thought to be of much use in poor visibility con- 
ditions, we have developed image enhancement schemes that greatly increase their useful even in 
dimly lit environments. This is discussed in more detail in Section 3. Figure 2 (bottom-row) shows 
the impact of MSR processing on a VIS image. Again, much like in the case of LWIR and SWIR, 
the MSR processed image shows details that is not discernible in the original image. Since we had 
previously optimized the MSR for used with VIS imagery, we did not have to much optimization 
to get desired results. We did note that there was much more information available in the visible 
band, even under poor lighting and weather conditions, than we had previously conceived. In fact, 
because of the fact that we are used to experiencing VIS imagery, there is no learning curve that 
one has to master in order to interpret this data stream. So, if processed properly, the VIS data 
may be as, if not more, useful as the other two sources. We do, however, present a fused data 
stream to the pilot, so the individual benefits and eccentricities of the different data streams get 
combined into a single data stream that contains the salient information from all the data streams. 
More on this in Section 2.2. 

2.2 Fusion 

Fusing the LWIR and SWIR images with the VIS images using the MSR framework to determine 
the best possible representation of the desired features. 

Image fusion provides the mechanism to present the information that is available in the three 
sensor modalities into a single image that contains all the salient features from the different modal- 
ities. There are a number of different techniques to perform fusion. One can do simple arithmetic 
averaging over the three modalities, or one can merge feature based upon a ma x i m um response, 
or something else altogether[6]. There is, however, one (major) underlying assumption for all of 
these techniques: the images from the different sensors are rectified and co-registered. By rectifi- 
cation we mean that regardless of the original FOVs and spatial resolutions, the rectified images 
all have the same instantaneous FOV (IFOV), i.e., are mapped with respect to a common grid. By 
co-registration we mean that the major features in the different images fie on the same rectified 
grid location. 

Co-registration of image features can be relatively straightforward, or tricky, depending upon 
the characteristics of the sensors. As Table 2.1 shows clearly, the three sensor differ in spatial 
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SWIR Image VIS Image Registered VIS Image 


Figure 3: Co-registering VIS and SWIR bands. 

resolution and FOV. This means that IFOV is different for each sensor. The first order of business 
then is to remap the data from each sensor so that their IFOVs are the same. There are several 
constraints on how rectification is performed in the context of image fusion: 

1. Smallest FOV determines the FOV of the fused components. Hence the data with the larger 
FOV needs to be cropped so that the FOVs of all the data are the same. 

2. The coarsest IFOV determines the direction of adjustment. In other words, if a sensor pos- 
sesses a finer IFOV than another sensor, its IFOV will have to coarsened by resampling in 
order to accommodate the larger grid size of the poorer sensor. 

The procedure for rectification is given in detail in [7j. 

If the sensors are perfectly bore-sighted, i.e., object from different sensors form on the same 
rectified grid point, then, disregarding the slight parallax difference because the sensors are not 
co-located, rectifying the data automatically registers the data. If. however, the sensors are not 
bore-sighted, additional data transforms are required to register the data. Unfortunately, in the 
case of the multi-sensor pod that was used in flight tests, it is very evident from the acquired data, 
see Figure 2. that aside from the differences in physical characteristics, the cameras are also not 
bore-sighted. There are significant vertical and horizontal offsets, as well as some rotation and shear 
differences. All of these can be corrected for by applying affine transforms to the data. However, 
this is not an easy problem for automation. We developed a set of tools that can be used to register 
the data manually by using control points in the various data streams. Figure 3 shows an example 
of this technique. Once a set of transforms has been obtained, it can be applied to each frame of 
the data stream because the relative alignment of the sensors remains constant over a flight test. 
The material is presented in Hines, et al}7], a copy of which is attached. 

Once the data has been co-registered, as was said above, various different techniques can be used 
to fuse the data. We addressed this problem in Rahman et al [6] . The novel part of the approach 
presented in this paper was the use of the MSR as an integrated fusion and enhancement engine. 
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Each single data stream was used as a single band in the MSR process so each band was processed 
using a different surround scale and a different weighting function. The impact of changing the 
surround scale is to create output imagery in which different features axe enhanced. For instance 
small surround scales produce enhancement of fine details with relative loss of color, and large 
surround scales preserve lightness and color at the cost of details[l, 4]. Further, since the contrast, 
brightness and sharpness, can be controlled by appropriate gain, and offset, we were able to convert 
the post-registration enhancement and fusion into a one-step operation where the MSR is used to 
enhance and fuse the data. Figure 4 shows an example of this fusion. 

Additionally, it should be noted that different image applications and imaging conditions can 
lead to a different set of requirements on which images have the more important features. Though 
the MSR is used to bring out salient features in all the data streams, one can control in what 
amount the data mixtures are fused so as to give one data type priority over another. This was 
also investigated in [6], where we looked at assigning different weights to the three different sensor 
outputs and examining the fused data for best results. 

We will be developing these techniques further in current and future research. Copies of relevant 
publications accompany this report. 


3 Intelligent Enhancement 

As mentioned earlier, the parameters for the image axe sensor dependent. This means that we 
have to pre-set parameters for each image stream which may lead to sub-optimal results. We 
have developed a new method that combines autonomous decision making with a suite of image 
enhancement and sharpening algorithms and adds a level of autonomy and intelligence to image 
enhancement and processing. This method is called the visual servo (VS) and is described in 
NASA LaRC disclosure # LAR 16570-1. A copy of the disclosure has not been attached but 
is available from the NASA LaRC patent attorney’s office. The VS derives its intelligence by 
examining brightness, contrast and sharpness characteristics of each image [8, 9, 1]. Based upon 
these computed values, the VS classifies the image as being of GOOD contrast and sharpness, GOOD 
contrast, but POOR sharpness, and so on. Figure 5 shown an example of these classifications. Based 
upon each combination of classifications, the images pass through a series of processing steps that 
modify their contrast, brightness and sharpness until certain exit criteria axe fulfilled. Figure 6 
shows a block diagram that describes this process. 

Figure 7 gives an example of this process for the VIS sensor. In addition to showing the servo 
output, this figure also shows that with proper processing — servo for example — images taken in low 
light levels can become quite useful. 
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Figure 4: LWIR (top-left), SWIR (top-right), RGB (bottom-left), and fused (bottom-right). The 
fused image synergistically combines the information present in the LWIR, SWIR, and RGB data 
streams into a single representation. These data streams have been enhanced prior to fusion. 
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Excellent 



Good 


isual Measures for automating visual assessment: images are assigned to one of three 
{Excellent, Good, Poor}. The classes are bases on global and regional brightness 


Excellent 

Contrast 


Good 

Contrast 

Good 

Lightness 

Poor 

Lightness/ 

Contrast 


Figure 5: (b) Visual map showing regional classes: the combination of the regional classes is used 
to derive the global classification. 



Figure 7: Original image (left) taken under low light level conditions can be virtually useless. The 
servo (right) automatically set the parameters for the MSR process and additional processing steps 
to produce an image that contains useful information. 
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4 Video processing 


During the period when this research was performed, we did not have the capability to perform real- 
time video processing. Since then we have been successful in implementing a single scale version 
of the MSR that operates on monochrome images[10, 11]. We did, however, develop software 
procedures to perform MSR enhancement on video streams: 

1. Decompose the video stream into individual video frames. 

2. Process these individual video frames with the MSR 

3. Synthesize the processed individual frames into a video stream. 

While straightforward in concept, several interesting issues arose when we performed this process- 
ing. The MSR produces an output based upon image characteristics — whether there are sharp 
shadows, whether the lighting conditions are varying, etc. When used with video frames, we found 
that the automatic mode of processing was resulting in visible “flashes” in the processed imagery. 
These “flashes” seemed to occur in frames that were temporally close, where the MSR was compen- 
sating for changes in light levels by automatically adjusting brightness and contrast parameters. 
Hence we had to modify the video processing scheme to make the adjustment of parameters static 
for the whole video stream. Though this results in sub-optimal per frame performance, the overall 
enhanced video is much more useful. 


5 Publications 

Publications are listed chronologically in each category. 

5.1 Intellectual Property 

1. “A Computational Visual Servo: Automatic Measurement and Control for Smart Image 
Enhancement”, D. J. Jobson. Z. Rahman, G. A. Woodell, LaRC patent disclosure #LAR 
16570-1. 

Summary: 

Based upon the scientific insights gained from Retinex image processing (US patent 5,991,456, 
pending US 09/88,701, and 09/888,816, Australian patent 713076) and the statistical con- 
vergence of a large set of enhanced images, a set of absolute visual measures (VM) was 
developed which consists of contrast, lightness, and sharpness measures for arbitrary digital 
images. These measures, in turn, serve as a rudimentary form of visual intelligence which 
provides the foundation for an automatic servo control system for image enhancement. Based 
upon the VM scores and classifications, enhancement modules that include Retinex image 
enhancement, autolevels, and sharpening are invoked. For any digital image, the servo will 
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cycle among the modules until the image is enhanced to acceptable VM scores, or until the 
allowable degrees of enhancement have been exhausted. Further, as a special case of interest 
to aviation safety, the servo contains a unique module for detecting turbid imaging conditions 
(fog/smoke /haze) and applies a unique combination of enhancement processing to optimize 
this class of image enhancement for maximum scene clarity. 


5.2 Journal Article 


1. Z. Rahm an, D. J. Jobson, and G. A. Woodell, ”Retinex Processing for Automatic Image 


E nhan cement” , Journal of Electronic Imaging, Volume 13, Number 1, January' 2004. 


Abstract: 

There has been a revivification of interest in the Retinex computation in the last six or seven 
years, especially in its use for image enhancement. In his last published concept (1986) for 
a Retinex computation, Edwin Land introduced a center /surround spatial form which was 
inspired by the receptive field structures of neurophysiology. With this as our starting point 
we developed the Retinex concept into a full scale automatic image enhancement algorithm 
the Multi-Scale Retinex with Color Restoration (MSRCR)— which combined color constancy M 
with local contrast/lightness enhancement to transform digital images into renditions that 
approach the realism of direct scene observation. Recently we have been exploring the fun- 
damental scientific questions raised by this form of image processing: namely, (i) is the linear 
representation of digital images adequate in visual terms in capturing the wide scene dynamic 
range? (ii) can visual quality measures using the MSRCR be developed? and (iii) is there a 
canonical, i.e., statistically ideal, visual unage? The answers to these questions can serve as 
the basis for automating visual assessment schemes, which, in turn, are a primitive first step 
in bringing visual intelligence to computers. 


5.3 Conference Publications 

1. Z. Rahman and D. J. Jobson, “Information Theoretic Analysis of Noise Sources in Image 
Formation,” Visual Information Processing XII, Proc. SPIE 5108, (2003). 

Abstract: 

When a linear image acquisition device captures an image, several noise sources impact the 
quality of the final (digital) image. We have previously examined the impact of these noise 
sources in terms of their impact on the total amount of information that is contained in the 
image, and in terms of their impact on the restorability of the unage data. In this paper, we 
will examine the effect of each of the noise sources on final image quality. 

2. G. D. Hines, Z. Rahman, D. J. Jobson and G. A. Woodell, “Multisensor Image Registration 
For An E nhan ced Vision System,” Visual Information Processing XII, Proc. SPIE 5108, 
(2003). 
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Abstract: 

An E nhanc ed Vision System (EVS) utilizing multi-sensor image fusion is currently under 
development at the NASA Langley Research Center. The EVS will provide enhanced images 
of the flight environment to assist pilots in poor visibility conditions. Multi-spectral images 
obtained from a short wave infrared (SWIR), a long wave infrared (LWIR), and a color visible 
band CCD cam era, are enhanced and fused using the Retinex algorithm. The images from 
the different sensors do not have a unif orm data structure: the three sensors not only operate 
at diff e rent wavelengths, but they also have different spatial resolutions, optical fields of view 
(FOV), and bore- sighting inaccuracies. Thus, in order to perform image fusion, the images 
must first be co-registered. Image registration is the task of aligning images taken at different 
times, from diff erent sensors, or from different viewpoints, so that all corresponding points 
in the im ages match In this paper, we present two methods for registering multiple multi- 
spectral images. The first method performs registration using sensor specifications to match 
the FOVs and resolutions directly through image resampling. In the second method, regis- 
tration is obtained through geometric correction based on a spatial transformation defined 
by user selected control points and regression analysis. 

3. D. J. Jobson, Z. Rahman, and G. A. Woodell, “Feature visibility limits in the non-linear » 
enhancement of turbid images,” Visual Information Processing XII, Proc. SPIE 5108, (2003) 

Abstract: 

The current X-ray systems used by airport security personnel for the detection of contraband, 
and objects such as knives and guns that can impact the security of a flight, have limited 
effect because of the limited display quality of the X-ray images. Since the displayed images 
do not possess optimal contrast and sharpness, it is possible for the security personnel to 
miss potentially hazardous objects. This problem is also common to other disciplines such 
as medical Xrays, and can be mitigated, to a large extent, by the use of state-of-the-art 
image processing techniques to enhance the contrast and sharpness of the displayed image. 
The NASA Langley Research Centers Visual Information Processing Group has developed 
an image enhancement technology that has direct applications to this problem of inadequate 
display quality. Airport security X-ray imaging systems would benefit considerably by using 
this novel technology, making the task of the personnel who have to interpret the X-ray images 
considerably easier, faster, and more reliable. This improvement would translate into more 
accurate screening as well as minimizing the screening time delays to airlin e passengers. This 
technology, Retinex, has been optimized for consumer applications but has been applied to 
medical X-rays on a very preliminary basis. The resultant technology could be incorporated 
into a new breed of commercial x-ray imaging systems which would be transparent to the 
screener yet allow them to see subtle detail much more easily, reducing the amount of time 
needed for screening while greatly increasing the effectiveness of contraband detection and 
thus public safety. 

4. D. J. Jobson, Z. Rahman, and G. A. Woodell, ‘The statistics of visual representation,” Visual 
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Information Processing XI, Proc. SPIE 4736, (2002) (Invited paper) 

Abstract: 

The experience of retinex image processing has prompted us to reconsider fundamental as- 
pects of imaging and image processing. Foremost is the idea that a good visual representation 
requires a non-linear transformation of the recorded (approximately linear) image data. Fur- 
ther, this transformation appears to converge on a specific distribution. Here we investigate 
the connection between numerical and visual phenomena. Specifically the questions explored 
axe: (1) Is there a well-defined consistent statistical character associated with good visual 
representations? (2) Does there exist an ideal visual image? And (3) what axe its statistical 
properties? 

5. Z. Rahm an, D. J. Jobson, G. A. Woodell, and G. D. Hines, “Multi-sensor fusion and enhance- 
ment using the Retinex image enhancement algorithm Visual Information Processing XI, 
Proc. SPIE 4736, (2002) 

Abstract: 

A new approach to sensor fusion and enhancement is presented. The retinex image enhance- 
ment algorithm is used to jointly enhance and fuse data from long wave infrared, short wave 
infrared and visible wavelength sensors. This joint optimization results in fused data which 
contains more information than any of the individual data streams. This is especially true in 
turbid weather conditions, where the long wave infrared sensor would conventionally be the 
only source of usable information. However, the retinex algorithm can be used to pull out the 
details from the other data streams as well, resulting in greater overall information. The fu- 
sion uses the multiscale nature of the algorithm to both enhance and weight the contributions 
of the different data streams forming a single output data stream. 

6. D. J. Jobson, Z. Rahman, and G. A. Woodell, “Retinex processing for automatic image 
enhancement,” Human Vision and Electronic Imaging VII, SPIE Symposium on Electronic 
Imaging, Proc. SPIE 4662, (2002) 

Abstract: 

In the last published concept (1986) for a Retinex computation, Edwin Land introduced a 
center/surround spatial form, which was inspired by the receptive field structures of neuro- 
physiology. With this as our starting point we have over the years developed this concept 
into a full scale automatic image enhancement algorithm — the Multi- Scale Retinex with Color 
Restoration (MSRCR) which combines color constancy with local contrast /lightness enhance- 
ment to transform digital images into renditions that approach the realism of direct scene 
observation. The MSRCR algorithm has proven to be quite general purpose, and very re- 
silient to common forms of image pre-processing such as reasonable ranges of gamma and 
contrast stretch transformations. More recently we have been exploring the fundamental sci- 
entific implications of this form of image processing, namely: (i) the visual inadequacy of 
the linear representation of digital images, (ii) the existence of a canonical or statistical ideal 
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visual image, and (iii) new measures of visual quality based upon these insights derived from 
our extensive experience with MSRCR enhanced images. The lattermost serves as the basis 
for future schemes for automating visual assessment — a primitive first step in bringing visual 
intelligence to computers. 

7. D. J. Jobson, Z. R ahman , and G. A. Woodell, “The Spatial Aspect of Color and Scientific 
Implications of Retinex Image Processing,” SPIE International Symposium on AeroSense, 
Proceedings of the Conference on Visual Information Processing X, April 2001. 

Abstract: 

The history of the spatial aspect of color perception is reviewed in order to lay a foundation 
for the discussion of retinex image processing. While retinex computations were originally 
conceived as a model for color constancy in human vision, the impact on local contrast 
and lightness is even more pronounced than the compensation for changes in the spectral 
distribution of scene iUuminants. In the multiscale retinex with color restoration (MSRCR), 
the goal of the computation is fidelity to the direct observation of scenes. The primary visual 
shortcoming of the recorded image is that dark zones such as shadow zones are perceived 
with much lower contrast and lightness than for the direct viewing of scenes. Extensive 
development and testing of the MSRCR led us to form several hypotheses about imaging 
which appear to be basic and general in nature. These are: (1) the linear representation of 
the image is not usually a good visual representation, (2) retinex image enhancements tend 
to approach a statistical ideal which suggests the existence of a canonical “visual image”, 
and (3) the mathematical form of the MSRCR suggests a deterministic definition of visual 
information which is the log of the spectral and spatial context ratios for any given image. 
These ideas imply that the imaging process should be thought of, not as a replication process 
whose goal is minimal distortion, but rather as a profound non-linear transformation process 
whose goal is a statistical ideal visual representation. These insights suggest new directions 
for practical advances in bringing higher levels of visual intelligence to the world of computing. 
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ABSTRACT 

When a linear image acquisition device captures an image, several noise sources impact the quality of the final 
(digital) image. We have previously examined the impact of these noise sources in terms of their impact on the 
total amount of information that is contained in the image, and in terms of their impact on the restorability of 
the image data. In this paper, we will examine the effect of each of the noise sources on final image quality. 

1. INTRODUCTION 

The digital image that is produced by the end-to-end imaging process which starts with the capture of light, 
emitted or reflected by a scene, by a photosensitive device, and which ends with the reproduction of this scene in 
digital form, contains several artifacts due to the nature of the imaging process. In several previous publications, 
we have examined the end-to-end imaging system in terms of restorability of the image data acquired by the 
imaging device, and also in terms of the total information that such a system is capable of transmitting. 1-3 In 
this paper, we approach the problem from a slightly different perspective: how do these individual noise sources 
affect the overall information that the system transmits, and how does this impact the quality of the restored 
image? We provide graphical results to show the impact of noise sources on the total information and images 
to show the impact of these noise sources on the final image quality. We, thus, correlate theoretical predictions 
with actual results using a simulation environment. 
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Figure 1: End-to-end imaging system, from (continuous) image scene, to (discrete) signal, and (continuous) display. 


For this paper, we axe interested only in those artifacts that are part of the image- formation process. We 
will not examine filters that minimiz e the impact of these artifacts on the final image. For a discussion of such 
filters, see, for instance, Huck et al, 1 ’ 2 Fales et al, 3 and Park and Rahman. 4 Figure 1 shows the end-to-end 
imaging process. 

1. The light from the (continuous) scene, L, first passes through an optical lens characterized by a point 
spread function r to form the (continuous, blurred) representation Lb — L * r. 

2. The blurred image L b is acquired by the photosensitive CCD array, producing the spatially discrete, 
N\ x N 2 s amp led image L f b = Lf,|||, where ||| is the image sampling lattice given by 

|||(xi, X 2 ) = ~ n 2‘S r 2)« 

ni ri2 

Si and S 2 are the intersample distances in the x Y and x 2 directions respectively. Note that Z/ b [m,n 2 ] = 
Lb[x i,x 2 ], Vxi = niSi,x 2 = n 2 S 2 . The sampling lattice, in conjunction with the imaging optics, inher- 
ently causes aliasing, injecting artifacts into the end-to-end imaging process. 4, 5 






3. The (discrete) sampled image, V h has continuous amplitude at the sampled nodes. This is converted to 
digital values with an analog-to-digital (A/D) converter, or quantizer, Q, that produces the digital signal, 
L s = Q[L f b ]-\-n q , where n q represents the quantization error that is generated when the continuous sample 
value is digitized. The quantization operator is given by 


Q[y] 


yW 


\_&max 


[2^ 

Amin, 


where r] is the number of bits used to represent each sample value and (a max — ^mm) represents the 
dynamic range of the original scene. If we assume that the dynamic range of the signal has been scaled 
to match the dyn ami c range that can be represented by rt bits, then Q[y) = [v 4- 0.5J = y + r i 5 . 

4. In addition to the aliasing, and quantization artifacts, the CCD array also injects artifacts due to thermal 
and electronic noise into the image. These effects are modeled as additive, Gaussian white noise, n e . The 
noise corrupted signal is s = L s -f n e . 

5. The discrete, quantized, noisy signal s can be filtered by some operator / to form the discrete, quantized, 
filtered signal, Sf = s * /. Though this operation does not contribute directly to the input artifacts, it 
may enhance the effects of the artifacts already in the signal. So it does affect the overall quality of the 
displayed image. 

6. The filtered signal s/ is reconstructed by the image display device — monitor, print, or something else — to 
form the displayed image d = Sf * r. where r is the reconstruction filter. The reconstruction filter is 
typically a low pass filter that blurs the (filtered) signal s/. For this reason, the filter / typically tends to 
be a sharpening filter do that the combined response of the reconstruction function and the filter function 
is (approximately) the ideal low-pass filter. 


2. END-TO-END ANALYSIS 

There are a total of five sources of artifacts, then, that affect the quality of the final image: optical blurring, 
aliasing, quantization, thermoelectric noise, and reconstruction blurring. We make the simplifying assumption 
that these sources are essentially independent of each other so that we can monitor the effect of any one noise 
source by keeping the rest of them constant. It is difficult to perform this analysis using real images because 
they already cont ain these artifacts. Hence, we will use a synthetic image with controllable mean-spatial detail 
and known power spectral density (PSD) to perform this analysis. Taking a look at the end-end-process in toto , 
the displayed image d can be written as: 


d(x i,x 2 ) = { ((L(xi, x 2 ) * T(an, x 2 ))J||(xi, x 2 ) + n q [n u n 2 ] + n e [ni,n 2 ]^ */[ni,n 2 ]} *r(a;i,X2) (1) 

D{U 1,W 2 ) = {((i(wl,W2)f(wi,W2)) *jjl(w ll w 2 ) + ^[ 1 / 1 , 1 ^]) (2) 

Notationally, the variables in ( ) are continuous variables, and those in [] are discrete. Equation 2 is the Fourier 
domain representation of /Equation 1, and the Fourier transformed variables have a * on top. The (u>i,u> 2 ) 
represent continuous frequencies and, thus, continuous Fourier transform, and the [^ 1 ,^ 2 ] represent discrete 
frequencies, and hence discrete Fourier transforms. The Fourier transform of the sampling lattice |jj is given by 

]|[(ti/l,W2) = - ni/Si,u> 2 - n 2 /S 2 ). 

n l ^2 

The two representations given in Equations 1 and 2 are equivalent, however, the mathematics is much more 
tractable in the Fourier domain. 



Equation 2 can be rewritten to explicitly show all the noise terms that inject artifacts into the displayed 
image d : 

D(u>i,u> 2 ) = | (fcb(t*>uW 2 ) *[[[(^1,^2) + N q [v 1 , U 2 ) -h N e [v 1, *^2]) F[vi ,^]| R{u}i,lj 2 ) (3) 

= { » ^ 2 ) + N a (usi , w 2 ) + , U2] +iV e [l/i,l/ 2 ]^ P[U U U2]^ R\U\,U2)> (4) 

where V b is the blurred component of the scene that is encompassed by the sampling passband as determined 
by the Nyquist frequency, and N a = L5 * j|| , 

= “ n i/ 5 i ,W2-n 2 /52), ni =n 2 7^0. 

ni na 


Four of the five sources of artifacts are inherent to the image acquisition process and one, reconstruction blur, 
is due to the characteristics of image display. Three of the four sources inherent to the image acquisition are 
modeled as independent, additive noise sources. We will examine the impact of changing these noise terms on 
the quality of the final image in the next section. 

2.1. Metric 

One of the measures commonly used to measure the quality of an image is the signal-to-noise ratio (SNR); 
another is the mutual information, 7i, between the discrete signal s and the continuous scene L. The mutual 
information is a function of the SNR so in that sense the two metrics essentially present have the same meaning. 
However, unlike the generally used definitions of SNR, this particular definition of SNR includes the effects of 
aliasing in the noise. 

The signal s is given as: 

5(1/1, ^2] = v 2 ) 4- N a (v 1,^2) + N q [v 1, U 2 ] 4- N e [u 1? z/ 2 ] (5) 

Assu min g stationarity, the PSD of s, $ s = |s| 2 = ss*, where •* represents complex conjugation. The assumption 
that the noise sources are independent of each other and of the scene, ensures that all of the cross-product terms 


in the computation of axe 0. Therefore, 

= 

$L k + + $n, + 

(6) 

= 

$l\t\ 2 + 

(7) 


$x,|t| 2 + v 

(8) 


The right hand side of Equation 8 contains a signal term &l\t\ 2 plus a noise term 3 >at = < 3 > Uq -f . One 

can then compute the mutual information between the acquired signal and the scene. From Huck et al, 6-8 we 
see that the mutual information H is determined by the ratio $ s /4>j\r. Thus, 


* - \ji ioga 

- \ff log, 
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^Z.(^i,^2)|r(a>i,a> 2 )| 2 

w 2 )| t(wi, w 2 )p * jjj^ + 1*2] + H 



1 + 


$ s (wi,w 2 ) 


dwi dw 2 


11 + - 


$n(wi,w 2 )J 

2 )|f(wi,w 2 )| 2 


$1 V. (wi , W 2 ) + ["I , V 2 ] + [I'l , V 2 ] 


du)\ dw 2 


(9) 

( 10 ) 


du 1 du 2 . (1 1) 



The mutual information can be computed as a function of the blurring, aliasing, quantization, and thermo- 
electric noise artifacts, as long as we know the PSD 4 >l of the scene. Following Itakura et.al 9 and Kass and 
Hughes,, 10 we assume that the PSD of the radiance field L is 


i,w 2 ) = 


27iyi 2 <r£ 


jl + (27 


3 / 2 ’ 


( 12 ) 


which is circularly symmetric. In Equation 12, ft is the mean spatial detail in the (stationary) scene, and a L is 
the standard deviation. This power spectral density has shown to closely match the power spectral density of 
natural scenes. 9 Additionally, we assume that the thermoelectric noise and the quantization are white Gaussian, 
so that: 


$N, 

o 2 . 


= 


= a^( 2 -^) 2 , 


“ JJ dbJldu?2 ~ JJ 4 I/ (w 1 ,o^)|f(w 1 ,W2)| 2 duJiduj 2 - 


(13) 

(14) 

(15) 


The optical transfer function (OTF) of the combined lens and CCD optics can be (closely) modeled as a 
Gaussian. 1,11 For this reason, we assume that 

f(wi,u> 2 ) = exp [ - (ljI +u; 2 )/cr£), 

where a r is the parameter that controls the width of the Gaussian, and hence directly determines the trade-off 
between aliasing and blurring (see Section 3.2). Figure 2 shows the OTF for various values of a T . The sampling 
passband is also shown for comparison. 


3. INFORMATION AND SOURCES OF ARTIFACTS 

Using the PSD defined in Equation 12 in conjunction with the definition of mutual information, H , we can 
examine he impact of the noise sources on the total information that the system acquires. In Section 4, we will 
correlate these noise artifacts with image quality. 



Figure 2. The OTF f of the imaging optics for various values of the control parameter <r T . The sampling passband for 
unit sampling interval, Si = S 2 = 1, is shown in dashed lines. As cf t increases, the OTF blurs less, but more and more 
of the (blurred) signal falls outside the sampling passband, giving rise to greater aliasing. 



Figure 3. The mutual information 7i as a function of the OTF f of the imaging optics and aliasing. The information is 
maximized when the imagin g system can balance the increased noise due to aliasing against the loss of information due 
to blurring. Top left: SNR = oo; top right: SNR = 16; bottom left: SNR = 64; bottom right: SNR = 256. 

3.1. Optical blurring 

The optical blurring due to the combined response of the lens and the image-acquisition lattice is modeled by 
the OTF f . This is not an actual noise source, thought it is source of artifacts especially when n T is very small 
In fact, it can be shown that in the absence of any noise, the effects of blurring can be completely removed by 
applying an “inverse” filter to the blurred image. Mathematically, since s = Lt in the absence of noise, then 
^ _ = (t) > then s f = sF = (Lf)(f) 1 = L. This would be true for all values of ay if the images are stored 

with infinite precision. However, due to the A/D conversion, the inverse filter cannot undo the blurring for 
those values where the signal has been quantized to 0. It was determined (experimentally) that for an 8-bit 
A/D converter, signals blurred with o> > 0.125 can be completely recovered; those blurred with o> < 0.125 
can be either recovered partially or not at all (Figure 7 bottom row). However, imaging systems are rarely, if 
ever, noise free. In such cases, applying the inverse filter to the image can serve to actually enhau™ the noise 
artifacts. 12 So while blurring does not contribute directly to the noise, its overall impact is to make the image 
less contrasty and sharp. Figure 2 shows how the change in the o> parameter affects the OTF. 

3.2. Aliasing 

Where the effects of optical blurring contribute directly to noise is when sampling is introduced into the analysis. 
The traditional trade-off in the design of the acquisition part of the imaging system is really a trade-off between 
aliasing and blurring in the presence of noise. Since we are assuming for this analysis that the thermoelectric and 
quantization noise terms are constant, we can also assume, without loss of generality, that they are identically 
0. Hence the only noise contribution is due to aliasing which, in turn, depends completely on the OTF of 
the combined responses of the optics and image-gathering lattice. Figure 3 shows the impact of varying the 
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Figure 5. The mutual information H as a function of the quantization rate 
quantization rate increases. 


The information increases as the 


3.4. Quantization 

The quantization process is an interesting one. Since the idea is to represent the dynamic range of the (contin- 
uous) phenomenon being observed as a bounded (discrete) set, there are a couple of trade-offs that need to be 
understood. If we want to capture the full dynamic range of the phenomenon, then unless the range is bounded 
ie * beyond a given upper and lower limit, the values are essentially zero, it is difficult to establish the upper 
and lower limits that are needed to define the quantizer. If an incorrect model is used, then the quantization 
error can be significant. If however we do assume a bounded source, as is the case here since we are measuring 
the amount of light that is passing through the lens and then falling on the CCD array, we can assume different 
types of quantization models and use the one that provides the least error. We can show that if we assume that 
the light obeys a Gaussian distribution, then the quantization error obeys a uniform distribution with the error 
given m Equation 15. We have previously examined the impact of quantization on sampling-limited systems. 13 

igure 5 shows the impact of quantization on total information assuming all other sources remain constant. 
Results are shown for five cases: the first two represent the situation when there is no thermoelectric noise: the 
image quality is then restricted by the blurring function r and the quantization rate. The last three show the 
cases for those designs that maximize information by matching the thermoelectric noise with the appropriate 
blurring function parameter a T . The information increases with the quantization rate. However, beyond a 
particular quantization rate rji, increasing r/ does not yield additional information. The value of m depends 
upon the combination of the amount of thermoelectric noise and the blurring. 

4. IMAGE QUALITY AND SOURCES OF ARTIFACTS 

In Section 3 we described the (theoretical) metric of mutual information H with the hypothesis that mavim^inp 
the metric gives the best image quality. In this section we are going to examine the actual effects of the artifacts 
on the overall (visual) image quality. We do this by varying the different parameters that are used to characterize 
the various sources of artifacts, the best to way to examine the the effects of the artifacts on image quality is 
to use a synthetic image with known characteristics, such as PSD and mean spatial detail. We use a computer 
generated scene of random polygons following the procedure by Modestino and Fries. 14 This target has definable 
mean spatial detail, and its PSD closely matches that given in Equation 12. Since this is a computer generated 
image it is free from image formation artifacts. Note that we say “image formation” artifacts only; the generated 
images is not free from all imaging artifacts because of any artifacts that are particular to the display device. 
For instance, reconstruction and interpolation artifacts are always going to be present when we display the 
synthetic image, and it always has to be displayed: otherwise it is just a matrix of integers. Figure 6 shows the 
synthetic target for mean spatial detail fj. = 1, but with varying zoom factors. 



Figure 6. Synthetic target with ji = 1. The left image is at full resolution, the middle at a zoom factor of 4, and the 
right at a zoom factor of 8. The zoom factors represent the effective sampling density 

4.1. Blurring 

The blurring artifacts are easiest to visualize, and display. In order to show only blurring, we assume that 
the image is sufficiently sampled, i.e., the PSD of the image lies completely within the Nyquist sampling 
passband. We can do this in the synthetic simulation environment but this assumption is not valid for any 
real imaging system. One of the impacts of sufficiently sampling a signal is that the overall appearance of the 
reconstructed image is blurry: the image could be made sharper by allowing some aliasing (see Figure 8. The 
original scene can be completely recovered from this blurry representation by using an inverse filter, as long as 
t(u\,u)2) > 0? V(ajj where B is the Nyquist sampling frequency. Figure 7 shows the impact of 

blurring on the original image and also the restored image when the appropriate inverse filter is applied. 

4.2. Aliasing 

Because we are examining the impact of artifacts in a simulation environment, we can examine the impact of 
aliasing with and without a lens in the imaging system. The effects of aliasing are most easily visualized in the 
frequency domain. Aliasing is a direct consequence of sampling. The process of sampling in the spatial domain is 
equivalent to the process of replication in the frequency domain. As long there is sufficient distance between the 
replicas in the frequency domain, the image can be fully reconstructed from its frequency domain representation. 
Since there is an inverse relationship between the intersample distance in the spatial and frequency domains, 
this implies that the image has to be sampled on a fine lattice in the spatial domain. When this is not the 
case, there is crossover energy between the neighboring replicas. This effect is known as aliasing. Since the 
lens applies a Gaussian blur to the scene, it, in effect, attenuates the signal in a given profile determined by 
the shape of the OTF. The “blunder” the OTF, the less aliasing there is in the final image. This is because 
blurry lenses attenuate the signal rapidly, causing most of the signal that passes through to fall within the 
Nyquist passband. Conversely, the less blurry the OTF, the greater the aliasing. Figure 8 shows the impact 
of aliasing with and without a lens in place. If the lens is designed so that there is no overall aliasing — the 
OTF is designed so that the PSD of the signal passing through the lens is confined (almost) completely to the 
Nyquist passband — then the original signal can be recovered with the application of an inverse filter. In such 
a case, there is no aliasing, only blurring. However, most reed systems build in aliasing, because the overall 
image is then sharper. If the systems were designed with digital post-filtering, then they could be designed 
with considerable blurring with the OTF because the impact can be reversed with digital filtering. However, 
because of thermoelectric noise (Section 3.3) this filtering can be less than desirable. Therefore, the systems are 
designed with aliasing to produce as sharp an image as possible without obvious artifacts. This relates back to 
the trade-off between aliasing and blurring that w r as mentioned in Section 3.2. 





Figure 7. The impact of blurring without aliasing in the absence of noise on the overall image quality. The original image 
can be completely recovered from the blurred image by applying the appropriate inverse filter as long as a T > 0.125 — top 
row. For scenes acquired with lenses with cr T < 0.125, information cannot be completely recovered — bottom row.. 

4.3. Thermoelectric noise 

Though the thermoelectric noise source is modeled as additive, white Gaussian, it poses one of the biggest 
challenges for image quality. In the absence of thermoelectric noise, an inverse filter can be used to recover from 
blurring and, to some extent, aliasing artifacts. However, when there is additive thermoelectric noise present 
in the image, the rules for restoring the image change considerably. A typical inverse filter has low magnitude 
at high frequencies. The noise in the frequency domain has a constant magnitude at all frequencies. Hence, 
the inverse filter magnifies the impact of noise at high frequencies. Filters have to be designed carefully in 
order to minimize the impact of thermoelectric noise on the restored image.. 1,2 Figure 9 shows the impact of 
thermoelectric noise on the overall image quality in the absence of other noise sources. The PSD 4> ne due to 
n e has to be quite high before its impact is clearly visible in the output image, especially in the case of printed 
media where the signal is dithered — i.e., has random noise added to it — before reconstruction. 

4.4. Quantization 

As mentioned earlier, quantization impacts are usually very small unless very coarse quantization is applied. 
In figure 10 we show the synthetic scene for several quantization levels. As the quantization grows coarser, 
the amount of information drops directly as a function of the quantization rate, (Section 3.4). This holds true 
for the visual quality as well, though the visual system is quite tolerant to fairly large quantization error. For 
most printed images, a quantization rate of rj = 5 gives satisfactory performance depending upon the type of 
print media — plain or photographic quality paper, or transparency — , printing process — inkjet, thermal dye 
sublimation, etc. — , and the printing medium — ink, ribbon, etc. For most CRT displays, a quantization rate 





Figure 8. The impact of aliasing — with and without a (blurring) lens. When the lens attenuates the signal so that it 
is (almost) zero outside the Nyquist passband, the acquired signal can be recovered with an inverse filter. Otherwise, 
aliasing causes the image to appear sharper, but also introduces artifacts that are most noticeable in scenes with high 
low’ mean spatial detail, i.e. scenes with large areas of constant intensity. These effects are most noticeable as edge 
replication — or ringing-near edges or large changes in intensity 7 . 









Figure 10. The impact of quantization on image quality. Results are shown for 77 = 8: bottom right; 77 = 6: bottom 
left; -q = 4 : top right; and 77 = 2: top left. As the quantization gets coarser, the artifacts such as false contouring become 
more obvious. However, there is little discernible difference between 77 = 4,6, and 8. 


of 77 = 6 or 77 = 7 is sufficient. Since most digital display device quantize data at 77 = 8, quantization artifacts 
rarely have an impact on the overall quality of the image, but should be considered for completeness. 

5. CONCLUSIONS 

We have examined image acquisition artifacts with respect to their impact on the amount of mutual infor- 
mation that the device can transmit and the overall image quality. We examined four noise sources: optical 
blurring, aliasing, thermoelectric noise and quantization. Though we examined the sources individually, we 
showed that they do have an impact on each other. For instance, the effects of aliasing and blurring are inti- 
mately intertwined, as are the effects of thermoelectric noise and blurring. We showed that there is a strong 
correlation between the hypothesis that best results are obtained when information is maximized and the overall 
image quality. 

We have not really addressed the question of how these various observations can be combined to design the 
very best imaging system. However , we have shown the performance bounds due to the various noise sources, 
and also, to some extent, the interrelationships between the noise sources. These can be used as a recipe to 
design a system that can be used to maximize both the information and image quality. 
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ABSTRACT 

An Enhanced Vision System (EVS) utilizing multi-sensor image fusion is currently under development at the 
ix aoA Langley Research Center. The EVS will provide enhanced images of the flight environment to assist pilots 
m poor visibility conditions. Multi-spectral images obtained from a short wave infrared (SWIR), a long wave 
infrared (LWIR), and a color visible band CCD camera, are enhanced and fused using the Retinex algorithm 
The images from the different sensors do not have a uniform data structure: the three sensors not only operate 
at different wavelengths, but they also have different spatial resolutions, optical fields of view (FOV) and bore- 
sighting inaccuracies. Thus, in order to perform image fusion, the images must first be co-register’ed. Image 
registration is the task of aligning images taken at different times, from different sensors, or from different 
viewpoints, so that all corresponding points in the images match. In this paper, we present two methods for 
registering multiple multi-spectral images. The first method performs registration using sensor specifications 
to match the FOVs and resolutions directly through image resampling. In the second method, registration is 
obtained through geometric correction based on a spatial transformation defined by user selected control points 
and regression analysis. 

Keywords: image registration, control points, resampling 

1. INTRODUCTION 

Improving aviation safety is a primary mission of the National Aeronautics and Space Administration (NASA) 
Synthetic Vision Systems (SVS) is an initiative at the NASA Langley Research Center (LaRC) to improve the 
level of aviation safety. One component of the SVS is the Enhanced Vision Systems (EVS) project where several 
sensor technologies are being utilized to provide vision-enabling information to commercial and general aviation 
pilots to assist them in poor visibility conditions. 

Infrared sensors are routinely used in remote sensing applications. Coupling an infrared sensor with a visible 
band sensor — for frame of reference or for additional spectral information — and properly processing the two 
information streams has the potential to provide valuable information in night and/or poor visibility conditions 
A multi-spectral infrared and visible EVS 1 was developed at LaRC to test this concept. This system contains a 
short wave infrared (SWIR) camera, a long wave infrared (LWIR) camera, a color, visible band, charge coupled 
device (CCD) camera, and the hardware and software to process the data streams from the cameras The 
system has been deployed and flown on the NASA LaRC B757 ARIES research aircraft. 

The digitized images obtained from the data streams of the visible and infrared cameras are processed us- 
ing the Multi-scale Retinex (MSR) algorithm. The MSR is a general-purpose image enhancement algorithm 
for producing good visual representations of scenes. It performs a non-linear spatial/spectral transform that 
synthesizes strong local contrast enhancement and color constancy. 2 - 3 Though it was developed for color CCD 
images, the MSR has been applied to infrared data from the Airborne Visible Infrared Imaging Spectrometer 
(AVniIS) and the LANDSAT thematic mapper to pre-process the images for better classification. 4 - 5 The dy- 
namic range compression, color constancy and sharpening provided by the MSR makes it an ideal algorithm 
to use for image enhancement in poor weather conditions. Since the MSR is used to enhance infrared as well 
as visible spectral bands, different features in different bands can be accentuated. From this a composite or 
fused image can be created that contains more information than any individual spectral band For the EVS 
the MSR serves as both an enhancement processor and fusion engine. 6 - 7 A set of images consisting of an image 
from each of the cameras taken during one time-aligned frame is fused into a single image. This process is then 
repeated for all the image frames making up a video sequence. 



To properly perform fusion it is critical to ensure that the information from each sensor refers to the same 
features m the environment . 8 - 9 The different sensors of the EVS have different acquisition lattices and optics 
therefore they capture information in data structures that are substantially different from each other Thus’ 
the images must first be registered before any fusion is performed. Several authors 1 ^ 12 have addressed image 
registration problems with innovative, but often complex, general solutions. In this paper we describe two 
straightforward solutions for registering the EVS images. 


The first solution is a registration algorithm based on simply correcting camera sensor specification differences 
through croppmg, scaling and image resampling, assuming that the cameras are bore-sighted and hence share 
a common center. We will show and discuss an example of registration with this algorithm. Tests based 
upon this method of registration showed that the assumption that the cameras were perfectly bore-sighted was 
invalid and adjustments Had to be made to correct for the differences in sensor orientation and alignment. A 
second algorithm was implemented that factored in these obvious distortions and gave better results than the 
original algorithm. However, whereas the first algorithm was completely automatic — the only inputs were 
the characteristics of the different sensors and which sensor provided the baseline — the second algorithm does 
require a manual selection of control points. It should be pointed out, though, that if this correction was to 
be performed on a video sequence, then only one frame is needed for manual selection of control points. The 
coefficients that are obtained from this correction can be used to correct all the other frames, ^nmina that 
the nature of the distortion does not change. We will also show and discuss examples of this algorithm. 


2. BACKGROUND 

2.1. Image registration 

Image registration is the task of aligning images taken at different times, from different sensors, or from different 
viewpoints so that all corresponding points in the images match. A transform must be defined that relates the 
points in one image to their corresponding points in another. This transform depends upon the characteristics 
of the differences between the images being registered, and is computed with respect to a reference or baseline 
image. The images that are to be matched to the reference are called the sensed, or, distorted image. 

More particularly, image registration is defined as a mapping between two or more images both spatially 
(geometrically) and with respect to intensity. Expressed mathematically we have: 


h = g{h{f{xi,x 2 ))), 

where h and / 2 are twcMlimensional images (indexed by x u x 2 ), f : ( Xl ,x 2 ) - (x',x£) maps the indices of 
the distorted frame to match those of the reference frame, and g is a one-dimensional intensity or radiometric 
trans orm. In this paper, we assume that we do not need to make any radiometric adjustments, so g = I 
the identity transform. Hence we are concerned only with the spatial transformation, /. In generating a spatial 
transform for the EVS, our primary difficulty is the lack of fiducial markers within the images generated by the 
EVS sensors. The cameras are, however, assumed to be bore-sighted so they axe expected to have a common 
center of alignment. The spatial transform should, then, properly align the images, but should not affect any 
characteristic differences that should be exposed by registration. 

Spatid transfonns may take on different forms depending upon the application. Simple, common transforms 
specified by analytic expressions include rigid-body, affine, projective or perspective, and polynomial . 14 * 15 The 
distortions between the images of the EVS in general seem constrained to those correctable by affine transfonns. 
They also appear to be characterizable by a global (versus local 16 ) transform where a single transform correctly 
maps all the points on the distorted image to match the corresponding points on the reference image. An affine 
transform fulfills the requirements for the needed transform. 

An affine transform can perform rotation, translation, scaling and shearing operations. It offers six degrees 
of freedom when selecting six unknown coefficients and solving a system of six linear equations. In general, it can 



perform triangle-to-triangle mappings. A general representation of an affine transform is [y 1? y 2 , 1] = [xi, x 2 , 1]T 
where 
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xi and x 2 reference the input coordinate system, yi and j /2 reference the output coordinate system, and a,j are 
transform coefficients. 17 


The forward mapping functions are 
and 


Vl — Gll^l + <*21^2 + a>3i 


V2 = 012^1 -f 022^2 + 032- 


Geometric, image- to-image registration can be summarized in three general steps: 


1* Feature identification and matching is performed to establish a correspondence between features in the 
distorted image to those in the reference image; 

2. A spatial transformation is selected and the transformation coefficients are computed based upon the 
feature matching criteria; 

3. The distorted image is inverse-mapped using the computed transformation and resampled to register it 
with the reference image. 

Feature identification and matching are often performed by selecting pixel locations called control points. Iden- 
tification of control points can be accomplished in several different ways. 16 ’ 18 Manual identification of control 
points is commonly performed. The images are displayed, normally side-by-side, and corresponding points 
usually based on features such as lines, edges, or contours are selected from both images. 

The spatial transform coefficients that represent the unknown image distortions are determined from the 
control points. A minimum of three non-collinear control points are required to deter min e the six unknown 
coefficients of an affine transformation. Wolberg and Jensen 17 ’ 19 describe several techniques to solve for unknown 
coefficients including pseudo-inverse solutions, least squares with ordinary and orthogonal polynomials, and 
weighted least squares with orthogonal polynomials. 

Image resampling is the process of transfonning a sampled image from one (input pixel grid) coordinate 
system to another (output pixel grid), where a sampled image is the digitization of the spatial coordinates of 
an image function /(yi,jfc) — a two-dimensional intensity function. 17 ’ 20 * 21 The two coordinate systems are 
related to each other by the mapping function of a spatial transformation. 

To perform image resampling, initially, the output pixels are inverse mapped using the transformation 
function to a new grid which (usually) doesn’t correspond to the input grid. Thus an interpolation (image 
reconstruction) procedure is used to generate a continuous surface through the samples of the new grid. Then 
the input image is sampled (digitized) at these points to provide the discrete output pixel values of the process. 
Three common methods of interpolation are nearest neighbor, bilinear, and parametric cubic convolution. 17 * 22 

2.2. Sensor specifications 

The cameras chosen for the EVS are commercial-off-the-shelf (COTS) devices. The SWIR camera sensor 
captures wavelengths between 1-3 /im. The LWIR (thermal) camera sensor captures wavelengths between 
8-12 /xm. And, the color visible band CCD camera operates between 0.4-0.7 /im. Table 1 shows the relevant 
manufacturer characteristics of the sensors. 1 The images from the three sensors obviously need to be be registered 
because of the differences in these characteristics. The solutions developed to resolve these differences are 
discussed in Section 3. 




SWIR 

LWIR 

CCD 

Image Dimensions (pixels) 

320# x 240V 

320 H x 240V 

542# x 497V 

Optics FOV 

34 °# x 25°V 

39°# x 29°V 

34 °# x 25°V 

Detector Readout Frame Rate 

60Hz (typical) 

60Hz 

30Hz (interlaced) 


Table 1: Sensor Specifications 


The characteristics of the actual images obtained for registration differ from the ini tial manufacturer speci- 
fications because of data acquisition and storage to tape. First, all images have a nominal image size of 640 x 
480 pixels corresponding to the NTSC format of the recorded images. However, the actual size of the images 
is quite different after the images axe cropped so that the FOVs match the “visible” part of the images (see 
Section 3). Second, ground test measurements of the cameras’ FOVs differed from the manufacturer provided 
values. These updated characteristics are shown in Table 2, and need to be included in the computations for 
proper registration of the data streams. 



SWIR 

LWIR 

CCD 

Image Dimensions (pixels) 

640# x 480V 

640# x 480V 

640# x 480V 

Optics FOV 

31.5°# x 23.5° V 

41°# x 30.75°V 

33.5°# x 25°V 

Detector Readout Frame Rate 

60Hz (typical) 

60Hz 

30Hz (interlaced) 


Table 2: Updated Sensor Specifications 


2.3. Algorithm overview 

The algorithms operate on a set of three, time-aligned images where each image is acquired by an individual 
camera of the EVS. Each of the video streams is recorded, or post-processed, with video timecode information 
in each frame. The frames are time-aligned simply by finding the frames with matching tiipp codes. This set of 
time-aligned frames is then used to obtain the registration parameters with respect to the baseline frame. All 
other frames of the video sequence can be processed with the same parameters. Each frame, including the ones 
from the color CCD sensor, is converted to grayscale before registration and further processing. 

3. REGISTRATION ALGORITHMS 

Our first solution for image registration algorithm is based solely on camera sensor specifications. The cameras 
were assumed to be properly bore-sighted at installation thus the only distortion parameters to account for in 
registration are the differences in FOVs and resolutions. This algorithm, called the SS (sensor specifications) 
algorithm, performs registration by first equalizing the FOVs and then resampling the distorted image to 
match reference resolutions. Based upon the lessons learned from the SS algorithm, a geometric image-to- 
image registration algorithm was implemented. Both of these algorithms are discussed below. For each of the 
algorithms, we use the SWIR image as the baseline since it has the “worst” image parameters (the smallest 
FOV and poorest spatial resolution). The size of an image can be modified through interpolation but we cannot 
increase the FOV. 

3.1. SS algorithm 

The first step of the SS algorithm is to equalize the instantaneous FOVs (IFOV)s of the sensors. The FOV is 
the angular extent of the full image on the sensor and the IFOV is the angular extent on an individual detector 
element, i.e., the solid angle through which a detector element is sensitive to radiation. 

FYom Figures 1, 2, and 3, we observe that the visible portion of the images is actually smaller than the 
full image capture window. The FOVs listed in Table 2 are assumed to correspond to the visible portion and 





not the capture window. Thus, the first stage of processing is to crop the images to the visible portions. The 
second stage of processing is to ensure that the two images are representing the same portion of the scene. 
Since the FOVs of the SWIR and the LWIR sensors differ — LWIR has the greater FOV and hence captures a 
wider swath of the scene — the LWIR image needs to be cropped so that it encompasses the same FOV as that 
encompassed in the SWIR image. The dimensions of the cropped LWIR images — the number of columns and 
rows — are determined by a simple scaling operation. The horizontal and vertical IFOVs of the LWIR image 
are obtained using 


IFOV-LWIR-HORIZQNTAL = 


FQV-LVIR-HORIZONTAL 

LWIR-COLS 


and 


IFOV-LWIR- VERTICAL = 


FOV-LVIR-VERTICAL 

LWIR-ROWS 


respectively. The number of cropped columns and rows for the LWIR image is then determined by 


columns = 


FOV-SWIR-HORIZONTAL 

IFOV-LWIR-HORIZQNTAL 


FOV-SVIR-VERTICAL 

rows = 

IFOV-LVIR- VERTICAL 


After cropping, the SWIR and LWIR FOVs are equal, but since the dimensions of the cropped LWIR are 
different from the dimensions of the SWIR, the IFOVs of the LWIR and the SWIR images are still different. 
To make the IFOVs the same we must resample the cropped LWIR image so that it is the same size as the 
SWIR image. This entails: (1) computing an expansion factor that will make the dimensions of the cropped 
LWIR image greater than the dimensions of the SWIR (2) pixel replicating the cropped LWIR based on the 
expansion factor and (3) downsampling the expanded LWIR image to the SWIR dimensions. We use the 
bi-linear interpolation method. 23 Nearest neighbor interpolation can also be selected if desired but bilinear 
interpolation is more spatially accurate and results in images that are slightly smoother. 

A similar sequence of operations is performed between the SWIR image and the visible image. If the FOVs 
are the same, as in Table 1 then the visible image is simply downsampled to match the SWIR resolution. 
The initial results from the SS algorithm clearly indicated that the distortions present in the images were not 
excessive, but they also were not limited to FOV and resolution differences. 

3-2. MLR algorithm 

Based on the results obtained from the SS algorithm a more general, geometric image to image registration 
algorithm is implemented. The distortions between the images seem to be due to sensor translation, (slight) 
rotation, scale change, and, possibly, shear. An affine transform is, thus, used to model the spatial transfor- 
mation. Control points are manually selected for identifying and matching corresponding features between the 
reference and distorted images. Since we assume that the sensors do not change ali gnm ent over time, we only 
need to register one baseline set of images that can subsequently be used for the rest of the image frames. 

We use point mapping without feedback 13 to approximate the global affine transformation. The first stage 
of the MLR algorithm is to select a minimum of three non-collinear control points from two input images. More 
points can be chosen to make the coefficients more representative of the distortions throughout the overall image 
if the points are well distributed. Global distortion representation is also improved by choosing pixels on the 
perimeter if possible. The control points are then analyzed using multiple linear regression 24, 25 to approximate 
the coefficients of the affine transform. Residuals to determine the accuracy of the regression model obtained 
are calculated. The defined affine transform provides a mapping between the baseline and distorted images. 
The distorted image is then resampled using the transform parameters to create the registered image. Bilinear 
interpolation is used for resampling. 




Figure 1: Original SWIR F igure 2: Original LWIR Figure 3: Original Visible 


4. RESULTS 

To demonstrate the performance of the algorithms we processed a set of videos taken by the EVS cameras 
during a flight test at Patrick Henry airport in Newport News, Virginia. The video sequence was of the B757 
aircraft approach to a rrnrway, and was digitized using a Canopus Video Board. Three images (one from each 
camera) time-aligned at 00:26:14:18 were used for registration. As stated earlier, the SWIR image is used as 
the baseline for registration since it has the poorest spatial resolution and FOV. The SWIR, LWIR and visible 
images are shown in Figures 1, 2 and 3 respectively. 

To provide a similarity metric to validate the performance of the registration algorithms we take the absolute 
difference of the reference and corrected images. This provides a visible validation of the registration process 
since features such as runway edges should align if registration is performed correctly. 

4.1. SS algorithm 

Applying the SS algorithm with, the SWIR image as the baseline, and the LWIR and visible images as distorted 
images yields the “registered” SWIR, LWIR and visible images shown in Figures 4, 5 and 6 respectively. The 
FOV of the LWIR image has been made smaller to match the FOV of the SWIR image. This change in FOV 
can clearly be seen in the horizontal direction of Figure 5, by observing that the blurred artifact (which is an 
antenna in the FOV of the camera) in the upper left corner of the original LWIR is now almost completely 
removed in the registered image. In the vertical direction, the decrease in FOV is noted by the missing timecode 
at the top and the missing ground features at the bottom of Figure 5 that are in the original image. The IFOVs 
have also been matched though resampling. The general effects of resampling can be seen by observing the 
expansion of image features from Figure 2 to Figure 5. The FOV of the original visible image in Figure 3 has 
been made slightly smaller, again to match the FOV of the SWIR, in Figure 6. Since the FOVs nearly match 
and the image dimensions are the same, there is only a small expansion to match IFOVs, hence the registered 
image features are only slightly increased from the original. 

Figure 7 is the differenced SWIR and SS registered LWIR, and Figure 8 is the differenced SS registered 
LWIR and SS registered visible image. The misalignment between the images after registration can clearly be 
seen in Figure 7 by observing the difference in the outline of the runway from the LWIR component of the 
image, and the runway lights from the SWIR image. There is at least a large translation and a small rotation 
difference between the SWIR and registered LWIR. Similarly, the misalignment between the registered LWIR 
and visible images differenced in Figure 8 can also be seen by noting the difference in the outline of the runway 
from the LWIR image, and the runway lights from the visible image. Again, there is an obvious translation 
between the images. Figures 7 and 8 clearly display the misalignment between the images thus indicating that 
differences in sensor design characteristics are not the only cause of distortion between the images. 

4.2. MLR algorithm 

We first applied the MLR algorithm to the original (uncropped) SWIR and visible images, again using the 
SWIR as the baseline. Due to the lack of features around the perimeter of the SWIR image we used the runway 
lights as control points. Note that we are only using three control points for demonstration purposes. Figure 9 
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Figure 5: SS Reg. LWIR 


Figure 6: SS Reg. visible 


Figure 7: SW3R and SS Registered LWIR Figure 8: SS Registered LWIR and visible 

repeats the original SWIR image for reference. Figure 10 shows the registered visible image and Figure 11 is 
the differenced SWIR and registered visible image. The coefficients obtained are given in Table 3. 



bo 

^1 | ^2 

x' 

-0.546156 

1.021212 -0.004578 

y' 

-20.440557 

-0.007477 | 0.972837 


Table 3: Visible to SWIR MLR Coefficients 


A close look at the runway and the runway lights in the two images shows that they are now registered. In 
particular, in the lower right corner of the SWIR image there are four runway lights lined up horizontally. In 
the visible image there are three runway lights in the same position, except the second light from the left is not 
visible. Figure 11 shows the four lights differenced in a horizontal line with the missing visible light filled in 
from the SWIR image. It is clear to see the warp performed during registration by observing the timecode size 
and location differences in the differenced images. The timecodes are the same size and at the same location in 
the original images. Figure 9 and Figure 10 could now be equally cropped to remove disjoint pixels around the 
perimeter to obtain the final images to be fused. 

Next, we applied the MLR algorithm to the registered visible and LWIR images using the visible image as 
the baseline. Since the runway lights are not visible in the LWIR image, we use the intersecting lines at the 
bottom and top of the runway, and a stripe at the beginning of the runway towards the right in the LWIR 
image as control points. Figure 12 repeats the MLR registered visible image for reference. Figure 13 is the 
registered LWIR image and Figure 14 is the differenced registered 'visible and the just registered LWIR images. 
The coefficients obtained are given in Table 4. 







Figure 12. Repeated MLR Regis- Figure 13: MLR Reg. LWIR Figure 14. MLR Reg. visible and 
tered visible LWIR 


£ igure 9: Repeated SWIR Figure 10: MLR Reg. visible Figure 11. SWIR and MLR Reg. 

visible 


Table 4: LWIR to visible SW r IR MLR Coefficients 

As is evident in Figure 14 the runway portion of the LWIR image is aligned with the runway portion of the 
registered visible image. Also, the runway lights from the visible image border the perimeter of the LWIR 
runway. The one runway stripe selected as a control point is aligned. The taxiways on the right side of the 
image and the horizon across the image are also aligned. Again, any disjoint pixels around the perimeter could 
be removed by cropping. At this point all three original images are registered. 

As a final test of the MLR algorithm we applied the same control point coefficients to a later frame in the 
video sequence. Figures 15, 16 and 17 are the SWTR. LWTR and visible images at time 00:26:14:28, 10 seconds 
later in the sequence. Figure 18 shows the MLR registered visible image. Figure 19 is the differenced SWTR 
and MLR registered visible images. Figure 20 is the MLR registered LWTR image. Figure 21 is the differenced 
MLR registered visible and MLR registered LWTR image. As in the previous set of images, the registration can 
be observed by noting the alignment of the runway and runway lights in Figures 19 and 21 

4.3. Discussion 

The registration images shown visually demonstrate the performance of the two algorithms on typical image 
data from the EVS. The registration inaccuracies of the SS algorithm are obvious. The differing FOV and 
resolution specifications given do not take into account the other distortions within the images. With this 
much discrepancy there seems to be either a fundamental problem in the bore-sighting or alignment of the 
cameras, or the alignment is changing during flight. If the sensors w^ere actually bore-sighted and aligned, the 
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Figure 15. Orig. SWIR at Time Figure 16. Orig. LWIR at Time Figure 17. Orig. visible at Time 
26:14:28 26:14:28 26:14:28 


Figure 18. MLR Registered visible at Time 26:14:18 


Figure 19: SWIR and MLR Registered visible 
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SS algorithm should be able to match the performance of the MLR algorithm and in addition, not require any 
manual intervention like selection of control points. True FOV values could be obtained from a thorough ground 
calibration, and non-interpolated pixels of the actual image dimensions could be obtained from raw digital data 
streams from the cameras. 

The MLR algorithm provides better registration of the images than the SS algorithm configured with the 
current set of specifications and with the current EVS alignment. In our examples the runway and r unw ay 
lights are clearly aligned. The coefficients obtained with only three points indicates that there are rotation, 
translation, scale and possibly shear distortion components found between the images. These distortions can 
be seen by viewing the timecode warps at the top of the differenced images. The application of the same MLR 
control points to a set of time-aligned images later in the same video sequence produced the same level of 
registration. This indicates that we could successfully use the registration coefficients obtained from one set of 
time-aligned images to apply to, at least, a group of frames from the video sequence. If the alignment is not 
changing substantially during flight then all frames could be processed with the same transform. 

5. CONCLUSIONS 

Image registration is an essential prerequisite to subsequent image fusion. This research effort produced two 
algorithms to perform multi-image registration for the EVS. The SS algorithm uses EVS camera specifications 
and performs registration based solely on these parameters. The performance of this algorithm indicates that 
there is a severe inaccuracy in the boresighting or alignment of the cameras. Correction of these issues should 
improve the performance of the algorithm and allow it to be used to automatically register all images across 
the cameras, or as validation of the MLR algorithm. 

The MLR algorithm uses control point selection and linear regression to compute the coefficients of an affine 
spatial transformation. This transformation is then used to register the LWIR and visible images to the SWIR 
image. In addition, the MLR registration algorithm provides a means to generate a base set of coefficients 
for post processing of the full video stream across all cameras. We have subsequently used a set of baseline 
coefficients to process an entire 20 second video clip from each of the three cameras. 

In addition, the coefficients obtained could also be used to back out the actual distortion values (translation 
amount, rotation angle, etc.) for feedback to the EVS designers. Improvements could also be made in the 
computation of the coefficients by using point selection with feedback or other more robust feature selection 
mechanisms. Manual control point selection can be improved by MSR enhancement of the images to emphasize 
and sharpen features prior to registration. This was done for another EVS data set and greatly improved the 
ability to select corresponding points. Most importantly, the actual boresighting and alignment can be checked 
against the values obtained from MLR and SS registration, and adjusted appropriately. This procedure could 
be performed both before, and after, EVS flight opportunities and used to verify and validate system alignment. 
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ABSTRACT 

The advancement of non-linear processing methods for generic automatic clarification of turbid imagery has led 
us from extensions of entirely passive multiscale Retinex processing to a new framework of active measurement 
and control of the enhancement process called the Visual Servo. In the process of testing this new non-linear 
computational scheme, we have identified that feature visibility limits in the post-enhancement image now 
simplify to a single signal-to-noise figure of merit: a feature is visible if the feature-background signal difference 
is greater than the RMS noise level. In other words, a signal-to-noise limit of approximately unity constitutes 
a lower limit on feature visibility. 


1. INTRODUCTION 

In the previous development of non-linear image enhancement methods , 1 " 3 our goal was to enhance the visual 
realism of the recorded digital image to more closely approach the generally much better visibility of direct 
scene perception by the human observer. For images acquired under turbid— fog, smoke, haze, snow, rain- 
imaging conditions, there is already a close parity between the recorded image and the direct observation. So 
the goal of enhancement now becomes fundamentally different: we wish to greatly exceed the performance 
of the human observer. This is of particular interest for enhancing imagery acquired under turbid aviation 
conditions. A generic automatic computation that does this provides the enabling technology for real-time image 
enhancement that can be projected to the pilot’s heads-up display (HUB). This type of im agery is especially 
important in commercial aviation during runway approach and landing and in general aviation during the entire 
flight sequence from take-off to landing. 

Our interest in enhancing images acquired under turbid imaging conditions, coupled with the scientific 
insights 4 gained from previous purely passive retinex processing led us to formulate a more comprehensive 
framework of active measurement and control of the image enhancement process: the Visual Servo (VS). 
The major lesson learned from these scientific insights was that the good visual representations produced by 
retinex processing all converged uniquely to an ideal statistical characterization. This, together with additional 
constraints, led to the formulation of an entirely new set of visual measures for image contrast, lightness and 
sharpness. These measures form the basis for VS controls that affect the level of image enhancement and, 
hence, image quality. The VS additionally contains a special module for detecting turbid imaging conditions 
and invokes special processing to produce maximal scene feature clarity. 

This framework represents a form of visual intelligence: the software quantitatively assesses visual quality 
before and after each enhancement step, and guided by these measurements, strives to achieve a standard high 
level of visual quality. The VS controls still rely on non-linear image processing elements, so conventional end- 
to-end systems analyses 5-8 cannot be employed to characterize the imaging and computing scheme as a whole. 
Therefore we seek to understand how to characterize performance in lieu of having linear systems analysis as a 
tool. In this paper we describe the Visual Servo concept, present results for diverse turbid imaging conditions 
to indicate its generic performance as an automatic computation, and examine the critical issue of defining a 
figure of merit for the post-enhancement feature visibility limit in turbid i maging conditions. 
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2. THE VISUAL SERVO (VS) CONCEPT 

Our extensive previous experience with retinex image enhancement, 3 - 9 led us to conclude that further improve- 
ments in enhancement were possible in terms of contrast and image sharpness and that the extreme narrow 
dynamic range case of turbid imaging could be also be encompassed by a fundamental shift in approach away 
from purely passive retinex processing to an active measurement and control system. The scientific insights 4 
gained from the experience of retinex processing of very large numbers of hi ghl y diverse images provided the 
foundations for constructing entirely new visual measures for image contrast, lightness, and sharpness. Under- 
lying this effort is the core idea that there is an ideal visual representation with consistent statistics for recorded 
images 3 - and that the enhancement process is one of trying to make any image approach this ideal as closely as 
possible. This core idea also relates to the visual inadequacy of the linear representation of recorded image data 
The idea rejects the notion of imaging as a replication process with quality defined by minimizing artifacts, and 
shifts to the notion of imaging being a (highly non-linear) transformation process that seeks to achieve a good 
visual representation whose statistics depart sharply from those of the linear representation. 

With this background, the study of the overall global statistics of good visual representations revealed that 
global statistics alone could not support the definition of visual measures. 4 There was insufficient capture of the 
visual sense of contrast and lightness. However, regional spatial ensembles did provide a basis for quantifying 
visual contrast and lightness. These were augmented by the development of a new sharpness measure which 
together capture the most comprehensive and key visual elements of images. The measures have been extensively 
tested, but are not yet ready for full technical exposition, so here we will discuss them and the resulting VS at 
the conceptual and schematic level. 

The Visual Servo is shown in Figure 1. The reason for calling the computation a “servo” stems from the 
fact that it is based upon similar ideas to electro-mechanical servo systems of active measurement and control. 
The basic flow for enhancing an image is as follows: 

1. measure a key visual parameter 

2. based upon the measured value, activate an enhancement control to improve the overall brightness, con- 
trast and sharpness of the image ° 

3. recompute the visual measure 

4. if the measured value of the parameter achieves the high visual standard then terminate the process 

5. otherwise, iterate until either the visual standard has been achieved or the VS has determined internally 
that all reasonable enhancement processing has been exhausted 


Feedback Control 



Images acquired under turbid imaging conditions represent a special case for detection and processing due 
to their extremely narrow, but unpredictable, dynamic range. For these images, the VS determines when this 



very low contrast is occurring, and then invokes custom processing to achieve a very powerful enhancement. 
This enhancement, from the results to be shown in Figure 2, appears to produce maximum feature contrast 
that is limited only by the noise inherent to the imaging process. 

3. VISUAL SERVO RESULTS FOR TURBID IMAGING 

Turbid imaging covers a very wide range of imaging conditions where there is obscuration between the scene 
and the imaging sensor due to particle scattering in the imaging medium. For atmospheric turbidity, the veiling 
can be due to fog, smoke, haze, dust, rain, or snow, or some combination of these, such as smog. For underwater 
imaging the turbidity is most often due to suspended cellular plant life, sediment particles, or some combination 
thereof. In order to validate the generality of the computation for turbid imaging conditions, we have tested 
the VS on images with very varied types and degrees of turbidity, as well as highly diverse scene content. The 
result is an automatic, general purpose computation that is as applicable to aerial imagery as it is to underwater 
imagery. All of the results shown in Figure 2 (right column) were obtained in the fully automatic mode, without 
any additional tweaking of parameters or post-processing. Figure 2 (middle column) shows the performance of 
the default MSRCR on the same images. It is evident from comparing the two col umns why we moved away 
from the passive MSRCR to the active VS for enhancing images acquired in turbid imaging conditions. 

The turbidity detection and custom processing of the VS has worked extremely well in (almost) all the 
cases that we have tested thus far. For lightly turbid conditions, the VS transitions smoothly to the non-turbid 
enhancement processing, invoking different servo modules that provide “weaker” enhancements. The VS 
been tested with many hundreds of still color images, as well as with color and long, and short wave infrared 
(IR) video imagery. The IR imagery was acquired from aviation sensors during test flights, or from sensors 
mounted on a 250 feet high gantry to simulate flight conditions such as long throw views of landing approaches. 

The performance of the VS has been outstanding for still and video imagery.* Additionally, it does not seem 
to be sensitive to the type of particulate scattering involved. Good clarity — visibility distance improvement — 
was achieved for moderate fog, severe haze, moderately thick smokes, heavy rain and snow as well as for 
moderately thick underwater turbidities. Some clarity was possible for heavy fog conditions (see Figure 4). 
This latter performance limitation in dense fog was true for all imagery types tested — color, short wave IR, and 
long wave IR. For all but the dense fog case, sufficient clarity was achieved so that often all traces of obscuration 
were removed. For cases of thicker turbidity, visibility as an increase in feature distance visibility was greatly 
improved. For the cases where we acquired the image data ourselves, we could compare the performance of the 
VS to what we had observed at the time of acquisition. In all cases, except severe fog, the VS result was far 
better than our observed visibility. 

A reasonable baseline for performance comparison is to compare servo results with those for the conven- 
tional automatic histogram modification method — autolevels. Autolevels is a moderately powerful automatic 
image enhancement technique which is quite useful for images with low contrast that do not contain regions 
of saturation. It is a histogram stretch technique that adjusts the dynamic range of the displayed image based 
upon a fixed parameter that determines the significant dynamic range of the input image. The dynamic range 
compression adjustment of the Autolevels process is very different from the intrinsic dynamic range compres- 
sion that the non-linear processing embedded in the VS provides. So the primary performance differences to be 
expected are the result of the non-linear dynamic range compression. Figure 3 shows examples of a comparison 
between the performance of Autolevels and the VS. It is clear from the figure that the VS has much better 
performance than Autolevels. This implies that even for very narrow dynamic range imaging, the non-linear 
dynamic range compression is still quite advantageous. The reason for this is that the very narrow dynamic 
range is not stable regionally across the image. There is still lot of “shading” variation due to spatial lighting 
effects within the narrow dynamic range of the turbid image. Of course there can be cooperative cases where 
the fighting happens to be spatially uniform, and for these cases, the Autolevels performance will approach 
that of the VS. The servo performance though should be much more all encompassing of the full complexity of 
real turbid imaging conditions where shadows, and other fighting variations, as well as highly spatially variable 
degrees of turbidity are going to be encountered within a particular image frame. 


Further examples of VS enhancements can be found on http: //dragon. larc. nasa.gov/retinex. 



Figure 2. The performance of the VS and the default MSRCR on images acquired under turbid imaging conditions. The 
left column shows the original images; the middle column the default MSRCR processed images; and the right column, 
images that have been processed using the VS. 
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Figure 3. A comparison of automatic visual servo with autolevels. The left column shows the original images; the center 
column shows the Autolevels enhanced images; and the right column shows the enhancements produced by the Visual 
Servo. 







Figure 4: Feature visibility limit of the visual servo 

4. THE POST-ENHANCEMENT FEATURE VISIBILITY LIMIT 

The dense fog case provides an instructive example for defining feature visibility limits since we encounter post- 
enhancement opacity immediately and can readily track feature visibility deterioration within short distances. 
This is shown in Figure 4 where the visibility deterioration occurs for a feature signal-difference approximately 
equal to the root-mean-square (RMS) noise in the post enhancement image. For slightly closer distances or 
slightly less turbidity, feature visibility improves rapidly. Even for very low RMS feature signal- difference-t o- 
noise ratios (s» 3, the visibility is remarkably good as shown in Figure 4). This result appears consistently 
in a number of other highly turbid test images, so we conclude that post-enhancement feature visibility can 
be defined by this very simple figure of merit. Unlike more complex figures of merit which must account for 
both feature signal level as well as feature signal difference, the post enhancement image domain is governed by 
this noise limit alone. For sensors with lower noise, there will be a consequent improvement in visibility, and 
ultimately the visibility limit should be set by the signal photon noise, or other scene noises (such as random 
variations in scattering particle densities) for extremely high sensitivity sensors. This latter case assumes that 
digitization is done at sufficiently high bit levels so that quantization noise is made lower than any scene noise 
sources. 




5. CONCLUSIONS 


An outgrowth of previous developments in non-linear image enhancement was the realization that further 
improvements in visual contrast and sharpness were needed and that the case of turbid imaging needed to be 
addressed especially as a significant case for aviation imaging. For this case, a computation was needed which is 
automatic so that it can be implemented in real-time hardware for enhanced pilot vision during poor visibility 
flight conditions. These issues together with new scientific insights gained from retinex image processing, led 
us to develop the VS which is more comprehensive than the previous passive retinex image processing. A set 
of measures of visual contrast, lightness and sharpness were defined and tested which serve as the basis of 
the active measurement and control VS system. The system does use non-linear image enhancement for the 
servo control modules and therefore does not have performance that is derivable from the usual linear systems 
analysis. Therefore we have extensively tested the VS of wide ranging types and degrees of image turbidity as 
well as in general purpose imaging. 


The servo computation performs well in all turbid imaging condition short of dense fog, and greatly exceeds 
the hu m a n observer’s direct perception in all but the dense fog case. The servo handles all manner of moderate 
fogs, severe hazes, heavy rain, smoke, and heavy snow conditions quite well. It has been tested on color still 
images as well as color and FLIR video from aviation sensors in varied flight conditions — in and out of clouds, 
severe haze, twilight-haze, moderate fogs and smoke among others. 

Given the use of non-linear image processing, a major issue is how to define a figure of merit for feature 
visibility limits. An experimental study of post-enhancement image data revealed that feature visibility was 
limited solely by a very simple figure of merit compared to those used for unenhanced imagery. This figure of 
merit is that features are visible post-enhancement as long as the feature /background signal-to- noise ratio is 
greater than unity. Feature visibility increases rapidly for higher signal-to-noise ratios such that a S/N of « 3 
has quite good visibility for example. 

While our primary interest for the VS is clarifying aviation imagery during poor visibility flight conditions, 
the servo performs well on underwater turbid images, and in poor visibility road conditions during driving. 
Therefore we expect that computation has applications to a variety of turbid imaging conditions where a 
human observer needs to be augmented visually to improve safety and visual performance. 
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Figure 2. Initial hypothesis; contrast and lightness 
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Figure 3. Emerging statistical trends in visual optimization 



Figure 4. Modified hypothesis 
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Figure 5(a). Large sample of original and optimized images 
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Rgure 5(b). Large sample - overall trends in optimization 
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Figure 6. Underlying mathematical principles of optimization 
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ABSTRACT 

A new approach to sensor fusion and enhancement is presented. The retinex image enhancement algorithm 
is used to jointly enhance and fuse data from long wave infrared, short wave infrared and visible wavelength 
sensors. This joint optimization results in fused data which contains more information than any of the individual 
data streams. This is especially true in turbid weather conditions, where the long wave infrared sensor would 
conventionally be the only source of usable information. However, the retinex algorithm can be used to pull out 
the details from the other data streams as well, resulting in greater overall information. The fusion uses the 
multiscale nature of the algorithm to both enhance and weight the contributions of the different data streams 
forming a single output data stream. 


1. INTRODUCTION 

The Multiscale Retinex (MSR) was developed as a general-purpose image enhancement algorithm that provided 
simultaneous dynamic range compression and color constancy. Aside from the obvious applications to the 
correction of color and grayscale digital images, this algorithm can also be applied to enhance infrared and 
near-infrared spectral bands. In addition, due to the inherent multiscale structure, it can be used to emphasize 
different features in different spectral bands, yet provide a composite image that contains more information 
than any individual spectral band. It is the combination of these properties that led us to investigate the MSR 
as a possible fusion engine. In this paper we will present the results of two different approaches for using the 
MSR as a fusion engine. The primary driving force for developing these fusion strategies was to provide an 
image that could be used to “see” in poor visibility conditions such as dusk, and fog. 

The Retinex ( ret ina-f cortex) was developed as a model of the human color vision system by Edwin Land. 1 " 3 
The MSR was developed by Jobson, et al 4, 5 to address the problems due to changing lighting and atmospheric 
conditions that were inherent to the process of acquiring images of Earth from space. The MSR provides the 
dynamic range compression, color constancy and sharpening that are required to alleviate these problems. It has 
been shown that applying the MSR to remotely-sensed images improves the overall classification accuracy. 6, 7 In 
addition, the MSR processed images allow a greater number of features to be detected than would be possible 
with un-enhanced data. Both of these results are also of importance in the context of sensor fusion because 
they provide more accurate registration points between the data streams that need to be fused. 

The MSR belongs to the class of center-surround operators and can be succinctly expressed as 

K 

Ki{xi,x 2 ) = Wfc(log[2 i (x 1 ,x 2 )] - log[I i (x 1 ,x 2 ) *<S fe (xi,x 2 )]), i = (1) 

fc=l 

where Hi and X* are, respectively, the zth spectral band of the MSR output and the input, W* and Sk are, 
respectively, the weight and the surround function associated with the kth scale, K is the number of scales, and 
N is the number of spectral bands. The kth surround function is given by 

<Sfc(xi, x 2 ) = aexp[-(xi + y\)/ol}, 
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Figure 1: Example of color constancy and feature sharpening. 


where is the scale factor that controls the width of the kth surround function, and a = ( J2 Xl i, Sfc(xi, £ 2 )) 
is the normalization factor. The color constancy of the MSR is a direct result of the center-surround nature of 
the algorithm. Equation 1 can be rewritten as: 


K 


TZi(x 1 ,x 2 ) = y^Wfc 


fc=l 


log[Ji(x 3 ,x 2 )j 


log[T;(x 3 , 


5 fc (xi.x 2 )] 


i = 1. . . . ,JV, 


( 2 ) 


The intensity values in each spectral band at location (x 3 , x 2 ) can be written as the product of two components: 
p(x\ . x 2 ), the reflectance component, which represents the hght reflected or emitted from all the objects in the 
scene, and t(x 3 ,x 2 ) which represents the illumination component. That is, 


Ji(xi,x 2 ) = t,(xi,x 2 )p(x 1 ,x 2 ). 


Since the illumination component varies very slowly across the scene, / (x 3 , x 2 ) ~ X 0 , and T(xj, x 2 ) ~ Z 0 p[x \ , x 2 ). 
Thus, 


7£(xi,x 2 ) = log 


I 0 p(xi,x 2 ) 


Icp{x i,x 2 ) *5 (x 2 ,x 2 ) 


= log 


P(x i,x 2 ) 


p(xi,x 2 ) *5 (xi,x 2 ) 


which is independent of the illuminant. An example of this is shown in Figure 1 where the top row shows 
an image acquired under three different illumination conditions’ and the bottom row shows the MSR outputs. 
Aside from the color constancy, the features in each of the processed images are much sharper, providing the 
common registration points that are necessary for image fusion. 


’Unfortunately, the illumination effects are not readily visible in the grayscale rendition of the color images. 


2. SENSOR FUSION 

The particular problem that we are trying to address is to fuse data from three different imaging sources: 
long- wave infrared (LWTR) , short-wave infrared (SWIR), and visible color (RGB). In addition to imaging at a 
different wavelength, these sensors also differ in resolution, and field of view (FOV). Thus, the first processing 
step is to perform a multi-modal registration of the images from the three different sensors. Table 1 shows the 
characteristics of the various sensors. 8 Image registration can generally be defined as a mapping between two 



LWIR 

SWIR 

CCD 

Pixel Resolution (nominal) 

320 H x 240V 

320 H x 240V 

542i? x 497V (RGB) 

Optics FOV 

39 °H x 29° V 

34 °H x 25°V 

34 °H x 25° V 

Detector readout frame rate 

60Hz 

60Hz (typical) 

30Hz (interlaced) 


Thble X: Selected sensor characteristics 


or more images both spatially and with respect to intensity. Mathematically I2 — g{h(f(x,y))) where I\ and 
I 2 are two-dimensional images (indexed by x and y), / is a transformation of spatial coordinates and g is a 
one-dimensional intensity or radiometric transformation. 9 

For the spatial transformation our primary complication is that there are no fiducial markers within the 
images. The cameras are, however, bore-sighted so they all have a common center of alignment. Thus we simply 
calculate an affine transformation performing the operations of scaling, translation and rotation globally on the 
images matching them to a co mmo n grid. A radiometric transformation could also be performed at this stage 
since grayscale characteristics, in particular polarity reversal between visible and IR images, may differ locally. 
Instead, as will be discussed in the next section, we utilize the MSR transformation. Further details regarding 
the rectification process are not discussed in this paper. We will assume, however, that appropriate rectification 
has been performed on each of the data streams with the resultant registration of features and correction of 
FOV and pixel resolution. 

2-1. The first approach 

Our first approach is relatively straightforward. Using the MSR as the enhancement engine, each of the data 
streams is individually enhanced to bring out the desired features. The MSR has previously been optimized 
for the RGB images but not for the LWIR, and SWIR images. So the first task was to analyze the data and 
determine the optimal parameters that were needed to achieve the desired enhancement in the LWIR and SWIR. 
This was done experimentally by applying the MSR given in Equation 1 to the LWIR and SWIR images, and 
observing the output images. The optimization, in this case, is simply the observer s judgment that a given 
image has more “useful” information than any others observed. 

Once the optimized, MSR enhanced images were obtained, the RGB image was converted to grayscale (GS) 
by using the standard RGB to GS transform: 

GS = 0.299R + 0.587G + 0.114B (3) 

where R, G, and B are the red, green, and blue color components of the RGB image respectively. Consistent with 
the contrast sensitivity of the human visual system, 10 the green c h a nn el is weighted most heavily when forming 
the GS image. After the conversion from RGB to GS, we have three remaining bands of data— GS, LWIR, 
SWIR— that we need to fuse. A quick way to do this is to use Equation 3 and use the three data bands in place 
of the i?, G, and B components. The obvious question that arises is which data band should be substituted for 
which color component. Using the contrast sensitivity analogy, the data band which replaces the G component 
will have the most weight, so the fused image will be most sensitive to changes in this component. It is difficult 
to deter min e beforehand, which of the three bands contains the most relevant information and hence should 
be weighted most heavily. However, since the thrust for the sensor fusion is to provide better visibility in poor 
visibility conditions, we cannot, in general, rely on the GS band to provide the primary information. This task 
will typically fall to the LWIR band, especially under foggy conditions. The GS band does have the potential to 




Figure 2. Original (left column) and MSR enhanced images (right column) are shown for RGB (first row). LWIR 
(second row), and S\VIR (third row) images. The bottom row shows the composite images obtained by giving the 
strongest weight to the GS band: the left column shows the image obtained when the LWIR band is given the next 
heaviest weight and the right column shows the image when the SWIR band is given the next heaviest weight. 




Figure 3. First column: MSR with a = 5; middle column: MSR with o — 20; last column: MSR with o = 240. Top 
row: LVVIR; middle row: SWIR; bottom row: GS. The narrow surround, <7 = 5, acts as a high-pass filter, capturing all 
the fine details in the image but at a severe loss of tonal information. The wide surround, a = 240, captures all the fine 
tonal information but at the cost of dynamic range. The medium surround, a = 20, captures both dynamic range and 
tonal information. 

provide the relevant information under low light conditions, such as dusk. The fused image, If, is then obtained 
by: 

I F = 0.299SWIR + 0.587LWIR + 0.114GS, (4) 

though other combinations are also possible. 

Figure 2 shows the original and MSR enhanced LWIR, SWIR, and GS images, as well as the fused data Ip 
for images that were taken in a laboratory with lights dimmed to simulate lighting conditions similar to those 
at dusk. In this situation, the original GS has the most information but suffers from lack of information in 
certain regions in the image such as the top- left where the light from the fluorescent source saturates the image. 
Both the SWIR, and the LWIR images have information in this region. The MSR enhanced data provides more 
visual information in each of the bands — see the first three rows in the left column in Figure 2. However, the 
data from the SWIR and LWIR sensors is difficult to interpret on its own. The bottom row of Figure 2 shows 
two fused images obtained by: 


I Fl = 0.299LWTR -1- 0.587GS 4- 0.114SWIR (5) 

Ip 2 = 0.299S\\TR-r 0.587GS -f 0.114LWIR (6) 

where I Fl is the image shown in the bottom-left of Figure 2 and Ip 2 is show in bottom-right. Note in particular 
the additional information in the fused image around the two light sources: this information was missing in the 
GS image. Both of the fused images provide more information than any of the three data bands can individually. 



Figure 4. The fused images: (< 7l,&Si&g ) represents the scale values with which the LWIR, S\VIR, and GS bands are 
processed for the SSR. Top row: (5,5,5), (5,5,20), (5,5,240). Middle row: (5.20,5), (5,20.20), (5,20,240). Bottom 
row: (5,240,5), (5,240,20), (5,240,240). 


Additionally, the compactness of the fused data, one image instead of three, also makes it more practical for 
the pilot in terms of ease of viewing and interpretation. 

2.2. The second approach 

Though the results from the first approach are quite encouraging, we wanted to test a second approach that uses 
the MSR in a different way. The first approach primarily relied on the dynamic range compression capabilities 
of the MSR to pull out features that were “difficult” to see in the existing lighting conditions, and then used 
Equations 5, and 6 to weight the contributions of the different data bands. In our second approach, we use a 
different mechanism. The MSR as shown in Equation 1 can be rewritten as 

K 

fcj(xi,x 2 ) = y^SSRfr(Jt)(ii,x 2 ) i = (7) 

k=l 

w*here SSR k{^i) is the single scale retinex (SSR) with the kth scale factor acting on the zth input band X{. As 
st ated above, the magnitude of the kth scale factor, controls the wddth of the surround function. This, in turn, 
determines the type and amount of “enhancement” that takes place: a large retains more color information 
at the cost of spatial detail, and a small a* enhances the spatial detail at the cost of color information. The 
MSR approach was developed to balance this tradeoff between color information and spatial detail by merging 
representations that brought out detail and color. Hence small details in the scene can be obtained by using 
using the MSR with Jsf = 1 and K = 1 , and a small value of &k- This tradeoff between color information and 
spatial detail is showm in Figure 3. 





Figure 5. Top row: (20,5,5), (20,5,20), (20,5,240). Middle row: (20,20,5), (20,20.20), (20,20,240). Bottom row: 
(20,240,5), (20,240,20), (20,240,240). 

Using this formulation, we used the SSR to pull out different details from the different data bands before 
fusing the data together. The fused images can be obtained by averaging the results of any three of these nine 
renditions that are shown in Figure 3. with the condition that one image from each of the SWIR. LWIR, and 
GS bands must be used. So, for example, the fused image can be obtained by 

I F = (SSRi (LWIR) + SSR 2 (SWIR) + SSR s (GS))/3 (8) 

where SSRi was generated with <ji = 5, SSR 2 was generated with 02 = 20, and SSR3 was generated with o\ =80. 
However, with the three bands each processed at three different scales, there is a total of 27 combinations that are 
possible: Figures 4-6 show all of these various combinations. As is readily evident, some of these combinations 
are not very useful when used for visual interpretation. However, the fine details in the combinations using 
the small scales maybe ideal for projection on a heads up display (HUD). The best visual result is obtained 
when a L = 240, as = 20, and ac = 240 (Figure 6). This makes intuitive sense as well because in this case, the 
GS scale image provides the tonal information for the rendition, and the LWIR, and SWIR images provide the 
complement airy features that axe not visible in the GS band. A closer look at Figure 3 shows the complementary 
features in the three data bands. The amount of visual information that can be obtained from the fused image, 
as in the first experiment, is considerably more than the amount of visual information available in the individual 
data bands or in their SSR enhanced versions. This approach has the additional merit in that it allows extraction 


of fine features from the various data bands, hence making the task of seeing objects, large and small, in poor 


visibility conditions considerably easier. Interestingly, the best result in the second approach is obtained when 


the second approach is, in essence, a single scale version of the first approach. 






Figure 6. Top row: (240,5,5), (240,5,20), (240,5,240). Middle row: (240,20,5), (240,20,20), (240,20,240). Bottom 
row: (240.240,5), (240,240,20), (240.240,240). 

3. CONCLUSIONS 

The task of landing an aircraft in poor visibility conditions is one of the most challenging that a pilot faces. 
Any technique which allows the pilot to alleviate the problems due to poor visibility will result in safer flights. 
The two methods we presented in this paper attempt to accomplish this task. Using data from three different 
sources, long-wave infrared, short-wave infrared, and color, we provide as an end-product, a single fused image 
that contains more visual information than do any of the data streams individually. The MSR and SSR 
algorithms are used to process the original data streams, providing enhanced data streams which contain data 
that is sharper, and has better contrast: i.e.. data that provides better visibility. 

Two different approaches are presented, both for the same end-goal: better visibility in poor visibility con- 
ditions. The techniques differ in some basic ways such as how the different data streams are fused together and 
which data stream contains more useful features, but each fused data stream has more, and better, information 
than the original data streams. In addition, the fused data stream allows the data from different sensors to 
be presented compactly as a single image. This make the pilot’s task simpler in that a single image needs to 
be interpreted rather than three separate ones. If the pilot were required to interpret several data streams, it 
is extremely possible that one or more of these data streams, which may contain useful information, may be 
completely ignored, thus incurring errors that could have been avoided. 

An issue which has not been touched upon at all in this paper is that of noise enhancement. Noise typically 
appears as fine detail in an image, and the MSR (and SSR) both wall enhance it especially when small scale 
factors are used. Eventually, the acceptability of noise is observer and application dependent and reduces to 
this simple determination: Is more information with noise better than less information without noise? As long 




as the noise does not contaminate the information in the signal, the authors prefer more information with noise 
to less information without. However the choice, as was said earlier, is user and application dependent. 
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ABSTRACT 

In the last published concept (1986) for a Retinex computation, Edwin Land introduced a center/surround 
spatial form, which was inspired by the receptive field structures of neurophysiology. With this as our starting 
point we have over the years developed this concept into a full scale automatic image enhancement algorithm — 
the Multi-Scale Retinex with Color Restoration (MSRCR) which combines color constancy with local con- 
trast/lightness enhancement to transform digital images into renditions that approach the realism of direct 
scene observation. The MSRCR algorithm has proven to be quite general purpose, and very resilient to com- 
mon forms of image pre-processing such as reasonable ranges of gamma and contrast stretch transformations. 
More recently we have been exploring the fundamental scientific implications of this form of image processing, 
namely, (i) the visual inadequacy of the linear representation of digital images, (ii) the existence of a canonical 
or statistical ideal visual image, and (iii) new measures of visual quality based upon these insights derived from 
our extensive experience with MSRCR enhanced images. The lattermost serves as the basis for future schemes 
for automating visual assessment-— a primitive first step in bringing visual intelligence to computers. 

1. INTRODUCTION 

The idea of the retinex was conceived by Edwin Land 1 as a model of the lightness and color perception of 
human vision. Through the years. Land 2,3 evolved the concept from a random walk computation to its last 
form as a center /surround spatially opponent operation 3 which is related to the neurophysiological functions 
of individual neurons in the primate retina, lateral geniculate nucleus, and cerebral cortex. Subsequently 
Hurlbert studied the properties of this form of retinex and other lightness theories and found a common 
mathematical foundation which possesses some excellent properties but cannot actually compute reflectance for 
arbitrary scenes. Certain scenes violate the “gray-world” assumption which requires that the average reflectances 
in the surround be equal in the three spectral color bands. For example, scenes that are dominated by one 
color “monochromes” — clearly violate this assumption and are forced to be gray by the retinex computation. 
Hurlbert further studied the lightness problem as a learning problem for artificial neural networks and found 
that the solution produced was a center/ surround spatial form. This suggests the possibility that the spatial 
opponency of the center/surround is a general solution to estimating relative reflectances for arbitrary fighting 
conditions. At the same time it is equally clear that human vision does not determine relative reflectance but 
rather a context dependent relative reflectance since surfaces in shadow do not appear to be the same lightness 
as the same surface when fit. Moore et al. 7, 8 took up the retinex problem as a natural implementation for analog 
VLSI resistive networks and found that color rendition was dependent on scene content. In each study, the 
consistent theoretical viewpoint was to perform all spatial processing within each spectral band and prohibit 
any interactions between spatial and spectral processing. This restriction provides very strong global color 
constancy 

In our research 9 16 we do not use the retinex theory as a model for human vision color constancy. Rather, we 
use it as a platform for synthesizing local contrast improvement, color constancy, and lightness/color rendition 
as a goal for digital image enhancement. The intent is to transform the visual characteristics of the recorded 
digital image so that the rendition of the transformed image approaches that of the direct observation of scenes. 
Special emphasis is placed on increasing the local contrast in dark zones of the recorded image so that it would 
match our perception of wide dynamic range scenes, e.g., scenes which contain objects that are partly in sunlight 

ZR: zrahmanfics.wm.edu; DJJ: d-j.jobsonfilarc.nasa.gov; GAW: g. a. woodellfilarc.nasa.gov 



and partly m shadow. Basic study of the properties of the center/surround retinex led us in the direction of using 
a Gaussian surround used by Hurlbert 4 ^ as opposed to the 1/r 2 surround originally proposed by Land 2 ’ 3 or 
the exponential surround used by Moore 7 ' 8 for analog VLSI resistive networks. Since the width of the surround 
affects the rendition of the processed image, multiple scale surrounds were found to be necessary to provide a 
visually acceptable balance between dynamic range compression and graceful tonal rendition. This is discussed 
in more detail in Section 2. 

The final visual defect in performance was the color “graying” due to global and regional violations of the 
gray-world assumption intrinsic to retinex theory. A color restoration was essential for correcting this and took 
the form of a log spectral operation similar to the log spatial operation of the center/surround. This produces an 
interaction between spatial and spectral processing and results in a tradeoff between strength of color constancy 
and color rendition. The color restoration yields a modest relaxation in color constancy perhaps comparable to 
human color vision’s perceptual performance. This is discussed in more detail in Section 3. 

In the course of our experiments, we noted that the commonly accepted linear representation of a scene’s 
radiometric characteristics often fails to encompass its full dynamic range, resulting in images that either have 
saturated bright regions to compensate for the dark regions, or clipped dark regions in order to compensate 
for the bright regions. A nonlinear representation such as the MSRCR provides th e necessary dynamic range 
compression needed to encompass the full dynamic range of the scene. Section 4 lays out these ideas in more 


2. THE MULTI-SCALE RETINEX 

The basic form of the Multi-scale retinex (MSR) is given by 

K 

Ri{xi,Xi) = X> (log Ii(xi,x 2 ) - log [^(xi.xa) */j(xi,X 2 )]) i = l,--,N (1) 

fc=i 

where the sub-index i represents the i th spectral band, N is the number of spectral bands — N = 1 for grayscale 
unages and AT = 3 for typical color images. In the latter case, i € R,G, B—I is the input image, R is the output 
ot the MSR process, F k represents the k th surround function, W k are the weights associated with F k , K is the 

number of surround functions, or scales, and * represents the convolution operator. The surround functions Ft 
are given as: ’ 

-Ffc(zi,X 2 ) = «exp[-(z 2 + XaVdfcj, 

where a k are the scales that control the extent of the surround-smaller values of a* lead to narrower surrounds— 

and« = l/(E Xl E l2 ^i,x 2 )). 

As mentioned in Section 1, we found that multiple surrounds were necessary in order to achieve a graceful 
balance between dynamic range compression and tonal rendition. The number of scales used for the MSR 
is, of course, application dependent. We have found empirically, however, that a combination of three scales 
representing narrow, medium, and wide surrounds is sufficient to provide both dynamic range compression and 
tonal rendition. Figure 1 shows the input image, the output of the MSR and the outputs when the different 
surround functions are applied to the original image. These are obtained by setting k = 1 and W k = 1.0 in 
Equation 1. As is evident from Figure 1, none of the individual scales attains the goal that we are trying to 
achieve: visual realism. The narrow and medium surround cases are self-explanatory. The wide-surround case 
deserves some discussion because it is a “nice” output image. However, the lack of dynamic range obscures the 
features that were visible to the observer, hence it fails the test. The MSR processed image uses features from 
all three scales to provide simultaneous dynamic range and toned rendition. 

3. MSR WITH COLOR RESTORATION 

The general effect of retinex processing on images with regional or global gray-world violations is a “graying 
out of the image either in specific regions or globally. This desaturation of color can, in some cases, be severe 
therefore we can consider the desired color computation as a color restoration, which should produce good color 






(d)250 pixels 


(e) Multiscale 


Figure 1. (a) The original input (b) Narrow surround (c) Medium surround (d) Wide surround (e) MSR output. 
The narrow-surround acts as a high-pass filter, capturing all the fine details in the image but at a severe loss of tonal 
information. The wide-surround captures all the fine tonal information but at the cost of dynamic range. The medium- 
surround captures both dynamic range and tonal information. The MSR is the average of the three renditions. 

rendition for images with any degree of grating. In addition we would like for the correction to preserve a 
reasonable degree of color constancy since that is one of the basic motivations for the retinex. Color constancy 
is known to be imperfect in human visual perception, so some level of illuminant color dependency is acceptable 
provided it is much lower than the physical spectrophotometric variations. Ultimately this is a matter of image 
quality and color dependency is tolerable to the extent that the visual defect is not visually too strong. 

We consider the foundations of colorimetry 17 even though it is often considered to be in direct opposition 
to color constancy models and is felt to describe only the so-called “aperture mode*’ of color perception, i.e. 
restricted to the perception of color lights rather than color surfaces. 18 The reason for this choice is simply that 
it serves as a foundation for creating a relative color space and in doing this uses ratios that axe less dependent 
on illuminant spectral distributions than raw* spectrophotometry. We compute a color restoration factor, a 
based on the following transform: 

ai(xj,x 2 ) = f (^,{xi,x 2 )/ ^/„(x i,x 2 )j , (2) 

w*here a*(x 1 , 2 * 2 ) is the color restoration coefficient in the i th spectral band, N is the number of spectral bands, 
Ii is the i th spectral band in the input image, and /( ) is some mapping function. In a purely empirical fashion 
this w*as tested on several retinexed images to gain a sense of the visual impact. This proved to restore color 
rendition, encompassing both saturated and less saturated colors. Adding this to equation 1, the Multiscale 
Retinex With Color Restoration (MSRCR) is given by: 

K 

Ri(x\ ■ x 2 ) = a i {xi.x 2 )y'\V k (log Iiin, x 2 ) - log [F k (xi, x 2 ) * /i(xi,x 2 )]) ■ (3) 


The results of applying this transformation to the “monochrome'* images are showrn in Figure 2. 

While w*e have called this additional color computation a “restoration" w*e have noticed in retrospect that 
depending upon the form of /(), this can be considered as a spectral analog to the spatial operation of the 
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Figure 2. (Top row) Scenes that violate the gray-world assumption; (Middle row) the MSR output; note the graying of 
large areas of monochromes; (Bottom row) The MSRCR output; note that color constancy is diluted in order to achieve 
correct tonal rendition. 


retinex itself. If we use n 

a i (x 1 ,x 2 ) = log ( 7i(ii,x 2 )/ £l„(*i,x 2 )J , 

then the internal form of the Retinex process and the color restoration process is essentially the same. This 
mathematical and philosophical symmetry is intriguing since it suggests that there may be a unifying principle 
at work. Both computations are contextual in nature and highly relative and nonlinear. We can venture the 
speculation that the visual representation of wide ranging scenes must be a compressed mesh of contextual 
relationships even at the stage of lightness and color representation. This sort of information representation 
would cert ainl y be expected at more abstract levels of visual processing such as form information composed of 
edges, links, and the like but is surprising for a representation so closely related to the raw image. Perhaps in 
some way this front-end computation can serve later stages in a presumed hierarchy of machine vision operations 
that would ultimately need to be capable of such elusive goals as resilient object recognition. 

4. THE MSRCR AND DIRECT VIEWING OF SCENES 

Our work with the retinex 12, 13 led us away from the world of color and into the world of contrast/lightness per- 
ception of complex natural scenes. While the MSRCR synthesizes color constancy, dynamic range compression, 
and the enhancement of contrast and lightness, the emphasis here is on the latter. We have used the MSRCR 
on many tens of thousands of images and find that it brings the perception of dark zones in recorded images 
up in local lightness and contrast to the degree needed to mimic direct scene viewing. Only images with very 
modest dynamic ranges do not need such enhancement and for these the exposure must be very accurate to 
achieve a good visual representation. Wide ranging reflectance values in a scene, and certainly, strong lighting 
variations demand a rather strong enhancement to achieve anything like the visual realism of direct observation. 
The dynamic range compression of the retinex computation is the basis for the contrast /lightness enhancement. 
The generic character of the computation is the basis for using it as an automatic enhancement. A few examples 
of retinex enhancements will serve to convey the degree to which images need to be improved and provide a 
demonstration that the MSRCR does, in fact, perform this task with considerable agility (Figure 3) and without 
human intervention. These examples highlight a major facet of retinex performance: intrinsically, the degree of 
automatic enhancement matches the degree of visual deficit in the original acquired image. 
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Figure 3. Retinex examples to illustrate that the strength of the enhancement matches the degree of visual deficit in 
the original image, (a) Subtle enhancements 





Figure 3: Continued: (b) Moderate enhancements 





Figure 3: Continued: (c) Strong enhancements 
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During the course of developing this computation ^ve were led to reexamining some of the most basic ideas 
about the imaging process and found that some no longer appeared tenable. Assuming that the goal of imaging is 
to produce a good visual representation that is comparable to the direct observation of the scen^-or to provide 
good visibility for non-visual images such as those formed with thermal Infrared— we had to discard the idea that 
imaging is a replication process that produces minimal distortion of measured signals or radiometry. Instead, we 
had to accept the idea that imaging is a process of profound transformation that intrinsically involves nonlinear 
spatial processing. This shift arises entirely from considering the image as a visual entity and the evident visual 
shortcomings of the linear representation of image data (Figure 4). In general the linear representation is not a 
good visual representation. This is consistent with the < inclusion of a study of the data handling and processing 
for color negative film scanning. 19 Tuijn describes the correction for all transfer functions so that the image 
data is linear, and then explains that this is often visu. illy inadequate — weak in contrast and color. In order to 
explore this turther, we displayed known linear data taken with a Nikon D1 camera in linear mode on linearized 
color computer monitor (gamma correction of 1.6). For a wide array of images, the displayed imag e is too 
dark (Fig 4), and the retinex enhancement (also shown for comparison) was required to produce a good visual 
representation. The linear representation can approach a good casual rendering for a very restricted class of 
scenes— those with diffuse illumination and restricted ranges of reflectances (or those where white surfaces which 
can be saturated). Even so, for this cooperative class a substantial degree of contrast stretching (gain/offset) is 
required to achieve a good visual display/print. 

While image data can be quite arbitrary in a statistical sense— the histograms of images vary widely— we 
observe that the retinexed data were not. As noted in a previous paper, 13 histograms of MSRCR processed 
images tend toward a characteristic Gaussian-like shape. More recently we have studied regional mmn« (visual 
lightness) and standard deviations (visual contrast) and found that they tend to converge on consistent global 
aggregates. This implies that a good visual representation can be associated with well-defined statistical mea- 
sures for visual quality. In scientific terms, this implies the existence of a canonical visual image as a statistical 
practical ideal. Such a defined ideal can then serve as the basis for the automatic assessment of visual quality. 
While this work is still underway, we can show some preliminary results which are encouraging. By following 
the general idea that the retinex brings regional means and standard deviations up to higher values and that 
these approach an ideal goal, we have constructed tentative visual measures and performed some testing. The 
measures were set empirically on a small diverse test image set and then were applied to a broad array of images 
of all sorts. Figure 5(a) shows a sample of the automatic visual quality assessment by classification into one of 
three classes poor, good, excellent. The classification scheme is based upon the map shown in Figure 5(b). 

While more study and development is necessary, the early results do support the idea of a canonical visual 
image with well defined statistical properties. Further, tjhe investigation indicates that the MSRCR is a valuable 
tool for research purposes in this case, to define a new statistical measure of visual quality. 

5. A HYPOTHETICAL DETERMINISTIC DEFINITION OF VISUAL 

INFORMATION 

While the retinex experience provides new avenues for the study for statistical image processing, it also sug- 
gests deterministic pathways as well. The generic character of the retinex computation suggests that some 
new quantitative definition of visual information may be possible. A deterministic definition would contrast 
with previous statistical ones based upon information theory. 20 - 21 Specifically the MSRCR is approximately 
performing a log of the ratio of each pixel in each spectral band to both spatial and spectral averages. The 
suppression of spatial and spectral lighting variations is achieved at the expense of accepting a signifiran* degree 
of context dependency. Simply put, the MSRCR appears to mimic human perception in producing color and 
lightness that are influenced by the visual setting in which they occur. The exchange of spatial and spectral 
lighting dependencies for spatio-spectral context effects appears to be a very basic element of h uman vision and 
the MSRCR computation. While we do not have a clear definition of information in a semantic sense, or visual 
information as some subset of all information, the idea that information is context-relationships is appealing. 
The additional factor of a log function suggests a compactness which may be leading in the direction of symbolic 
representation the symbol being the ultimate conciseness and carrier of meaning. 
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Figure 5: Preliminary performance of Visual Measures for automating visual assessment (a) Global classes 
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Figure 5: Continued: (b) Visual map showing regional classes 


The establishment of context relationships is central to at least the senses of vision and hearing. Music seems 
to be based upon pitch relationships with certain ratios producing consonance or dissonance in varying degrees. 
Speech recognition must contend with the difficulties of speaker variations, the interdependencies of phonemes, 
and all manner of extraneous variations in loudness, temporal rates, degrees of clarity, and the like. For vision, 
the awesome task of transforming the signals of vision into the sense of vision must succeed in extracting 
information in the presence of all manner of extraneous variations as well as find some very concise ultimately 
symbolic representation. Context must be a critical element of vision information as it is in speech and music 
where isolated acoustical events become perceived as a fluid temporal mesh of meaningful words or melody, 
harmony, and rhythm. Signals are not meaningful in isolation and for vision such contextual relationships as 
edge connectedness, textural uniformity, and color reflectances differences seem fundamental to building a some 
sort of “visual information”. Perhaps the retinex transformation moves one step in this direction by reducing 
extraneous variations, increasing spatial and spectral differences, and providing a foundation for a structure of 
relatedness which with subsequent processing can become symbolic. 

6. CONCLUSIONS 

The visual image remains an enigma full of surprises, some of which we have encountered in our experiences 
with retinex image processing. Though we do not understand the intricacies which allow the human vision to 
encompass very wide dynamic ranges, and provide color constancy, we have developed an approach that seems 
to mimic these behaviors. Because of this, our thinking about the imaging process has changed in basic ways: 

1. Imaging should be considered as a process of transformation rather than replication with minimal distor- 
tion. 

2. The statistical convergence of MSRCR image enhancements to a histogram which closely matches Gaussian 
distributions, leads us to postulate the existence of a canonical visual image with consistent statistical 
aggregate characteristics. Further, these can be used to construct entirely new visual measures which can 
be the basis for the automatic assessment of visual quality of arbitrary images by the computer. 

3. A new deterministic definition of visual information emerges from the computational form of the retinex — 
namely that visual information is in some sense the log of spatial and spectral context relationships within 
the image. 

A computation like the MSRCR appears to have two very useful properties simultaneously: a diminishment in 
the dependence of the appearance of the image on extraneous variables such as spatial and spectral lighting, and 
the construction of compact context relationships. The former is inherently useful because it can lead to better 
image classifications, and the latter because it shows very clearly that the appearance of a color is dependent 
not only on the spectral characteristics of a pixel, but also its surround. Together, these properties may be able 
to provide a basis for bringing more advanced levels of visual intelligence into computing. 
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ABSTRACT 

The history of the spatial aspect of color perception is reviewed in order to lay a foundation for the 
discussion of retinex image processing. While retinex computations were originally conceived as a model 
for color constancy m human vision, the impact on local contrast and lightness is even more pronounced 
than the compensation for changes in the spectral distribution of scene illuminants. In the multiscale 
retinex with color restoration (MSRCR), the goal of the computation is fidelity to the direct observation 
of scenes. The primary visual shortcoming of the recorded image is that dark zones such as shadow zones 
are perceived with much lower contrast and lightness than for the direct viewing of scenes. Extensive 
development and testing of the MSRCR led us to form several hypotheses about imaging which appear to 
be basic and general in nature. These are: (1) the linear representation of the image is not usuafiyVgood 
visual representation, (2) retinex image enhancements tend to approach a statistical ideal which suggests 
the existence of a canonical “visual image”, and (3) the mathematical form of the MSRCR suggests a 
deterministic definition of visual information which is the log of the spectral and spatial context ratios for 
any given image. These ideas imply that the imaging process should be thought of, not as a replication 
process whose goal is minimal distortion, but rather as a profound non-linear transformation process whose 
goa^ is a statistical ideal visual representation. These insights suggest new directions for practical advances 
in bringing higher levels of visual intelligence to the world of computing. 

1. INTRODUCTION— THE SPATIAL ASPECT OF COLOR 

Visual perception is replete with surprises. Among the most basic is that color perception has a strong 
spatial dependency rather than being purely spectral in nature. This was demonstrated dramatically by 
Edwin Land with color constancy experiments. By manipulating the color of light sources so that green 
and red reflectance patches were spectrally identical, he showed that they are still seen as green and red 
In fact one would be hard pressed to define any explanation of human vision’s color constancy which does 
not demand an interaction between spectral and spatial processing of images. 

Land postulated a number of variations 1 " 4 of his retinex theory which culminated in a last version 3 
taking the form of a non-linear center/surround. This form was the starting point for our MSRCR which 
elaborates the concept to include multiple scales of surrounds and defines a color restoration which over- 
comes the fundamental practical limitation of the gray-world assumption intrinsic to the retinex concept 
Multiple scales and the color restoration were required to produce an general purpose and automatic image 
enhancement method with graceful tonal and color performance. 

More recently, a string new observation has arisen from a study of the color perception of the optical 
yectra. Smeulders et al noted discrepancies in the historical data of various key figures in color physics- 

N f 1 \ Y £ Ung ’ and HeImholtz - These all centered of differing descriptions of the colors seen in spectra 
projected from prisms and were traced to differences in the manner of demarcation used. A thorough 
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Figure 1. Perception of spectral color 

study of the perception of spectral color led to the conclusion that only three primary colors are seen in 
a spectrum without delineation (Figure 1). When lines are added to the spectrum, the full color gamut 
begins to emerge- more lines, more colors up to a saturation point where the addition of more lines brings 
about few'er and fewer additional hues. The implication like that of Land’s work is that there is a strong 
influence of spatial processing in color perception. In this case, the conclusion is very basic — that spatial 
structure is essential for full color perception. 

2, RETINEX IMAGE PROCESSING— CONTRAST AND LIGHTNESS FIDELITY 

TO DIRECT VIEWING OF SCENES 

Our own work with retinex image processing 6 ^ leads us away from the world of color and into the world of 
contrast /lightness perception of complex natural scenes. While the MSRCR synthesizes color constancy, 
dynamic range compression, and the enhancement of contrast and lightness — the emphasis here is on the 
latter. We have used the MSRCR with many tens of thousands of test images and find it to be a generic 
image enhancement computation. Specifically, it does bring the perception of dark zones in recorded images 
up in local lightness and contrast to the degree needed to mimic direct scene viewing. Only images with 
very modest dynamic ranges do not need enhancement and for these the exposure must be very accurate 
to achieve a good visual representation. Even wide ranging reflectance values in a scene, and certainly 
strong lighting variations demand a rather strong enhancement to achieve any thing like the visual realism 
of direct observation. The dynamic range compression of the retinex computation is the basis for the 
contrast /lightness enhancement. The generic character of the computation is the basis for using it as an 
automatic enhancement. A few examples of retinex enhancements will serve to convey the degree to which 
images need to be improves and provide a demonstration that the MSRCR does, in fact, perform this task 
with considerable agility (Figure 2) and without human intervention. These examples highlight a major 
facet of retinex performance: intrinsically, the degree of automatic enhancement matches the degree of 
visual deficit in the original acquired image. 



Figure 2. Retinex examples to illustrate that the strength of the enhancement matches the degree of 
visual deficit in the original image, (a) Subtle enhancements 
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Figure 2. Continued: (b) Moderate enhancements 
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The design of the MSRCR was defined by experiments whereby computational parameters were adjusted 
imtU the processed image display or prmt compared well with the direct viewing of test scenes. This was 
then tested successfully on a large very diverse battery of several thousand test images in order to ferret 
out any quirks in performance or rare pathologies. Since most digital images do not come with any 
knowledge of pre-processing which may have been applied at the camera or scanner software driver level or 
by subsequent image processing tools, the impact of retinex performance on various commonplace forms 
of preprocessing was studied. While distortions were observed, they were generally mild and the MSRCR 
was reasonably resihent to a range of gamma and contrast stretch operations applied prior to the retinex 
computation. Ideally the retinex should be applied to linear data with only dark offsets removed and 

with no in^e compression or high quality levels of JPEG. The impact of preprocessing (either gamma or 

Contrast stretch) IS to shift. the nnt.iTn nm rtncl-rotino-v <■ l 01 u . , 

' r **** — * ,oaueo. ouuuiu preprocessing oe consistent 

then a resetting of the post-retinex gain/offset can be used to produce best performance on preprocessed 
image data. 

While the MSRCR was developed with general purpose color imaging in mind, it solves such a fun- 
damental problem of imaging-good visibility across a wide dynamic range of data-that it is useful for 
scientific and other special purpose imaging applications such as medical, forensic, surveillance and re- 
mote sensing applications (Figure 3). It has been shown in previous studies 9 * 10 to improve multispectral 
classification accuracies when used as as a front-end to supervised training classification schemes where 
extensive ground truth was available. The practical value of retinex image processing is accompanied by 

the emergence of new scientific insights into the visual image and the imaging process. These will be 
outlined in the remainder of this text. 


3. SCIENTIFIC IMPLICATIONS OF THE RETINEX EXPERIENCE 
3.1. The visual inadequacy of the linear representation 

During the course of developing this retinex computation and testing it experimentally on large n umb ers 
of diverse images, we were forced to re-examine some of our most basic ideas about the imaging process 
and found that some were no longer tenable. If we assume that the goal of imaging is a good visual 
representation which compares to the direct observation of scenes for color imaging or simply provides 
good visibility for imaging outside visual spectral range (IR, MRI, Xray,etc.), we had to discard the idea 
that imaging is a replication process whose goal is minimal distortion of measured signals or radiometry 
In Place of this long-standing tradition of much of signal and image processing, we had to move to the 
idea that imagmg is a process of profound transformation which intrinsically involves non-linear spatial 
processing. This shift arises entirely from considering the image as a visual entity and the evident visual 
shortcommgs of the linear representation of image data (Figure 4). In general the linear representation is 
not a good visual representation. This is consistent with the conclusion of a study of the data 
and prooessing for color negative film scanning. 11 Tuijn describes the correction for all transfer functions 
so that the image data is linear, and then explains that this is often visually inadequate— weak in contrast 
and color. In order to explore this further, we displayed known linear data taken with a Nikon D1 camera 
m linear mode on linearized color computer monitor (gamma correction of 1.6). For a wide array of images 
he displayed image is too dark (Fig 4), and the retinex enhancement (also shown for comparison) was 
required to produce a good visual representation. The linear representation can approach a good visual 
rendering for a very restricted class of scenes-those with diffuse illumination and restricted ranges of 
reflectances (or those where white surfaces which can be saturated). Even so, for this cooperative class a 
substantial degree of contrast stretching (gain/offset) is required to achieve a good visual display/print 
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Figure 3. Illustration of specialized applications 








Figure 4. V isual inadequacy of the linear representation 







3.2. The existence of a canonical visual image and definition of visual measures for 
automating visual assessment 

While image data is quite arbitrary in a statistical sense, we observe that retinexed data were not. As noted 
in a previous paper, 7 retinex histograms tend toward a characteristic Gaussian-like shape. More recently 
we have studied regional means (visual lightness) and standard deviations (visual contrast) and found that 
they tend to converge on consistent global aggregates. This implies that a good visual representation can 
be associated with well-defined statistical measures for visual quality. In scientific terms, this implies the 
existence of a canonical visual image as a statistical practical ideal. Such a defined ideal can then serve as 
the basis for the automatic assessment of visual quality. While this work is still underway, we can show 
some preliminary results which are encouraging. By following the general idea that the retinex brings 
regional means and standard deviations up to higher values and that these approach an ideal goal, we have 
constructed tentative visual measures and performed some testing. The measures were set empirically on 
a small diverse test image set and then were applied to a broad array of images of all sorts. Figure 5(a) 
shows a sample of the automatic visual quality assessment by classification into one of three classes — poor, 
good, excellent. The classification scheme is based upon the map shown in Figure 5(b). 

While more study and development is necessary, the early results do support the idea of a ca nonica l 
visual image with well defined statistical properties. Further, the investigation indicates that the MSRCR 
is a valuable tool for research purposes in this case, to define a new statistical measure of visual quality. 

Currently, computers have essentially no visual intelligence. Visual measures which can enable the 
automatic assessment of digital images are a first step in visual intelligence. Such measur es would allow 
the computer to determine visual quality and automate image processing at a higher level and in a more 
sophisticated manner than is now possible. 

3.3. A Hypothetical Deterministic Definition of Visual Information 

While the retinex experience provides new avenues for the study for statistical image processing, it also 
suggests deterministic pathways as well. The generic character of the retinex computation suggests that 
some new quantitative definition of visual information may be possible. A deterministic definition would 
contrast with previous statistical ones based upon information theory. 12 ’ 13 Specifically the retinex is 
approximately performing a log of the ratio of each pixel in each spectral band to both spatial and spectral 
averages. The suppression of spatial and spectral lighting variations is achieved at the expense of accepting 
a significant degree of context dependency. Simply put the retinex mimics human perception in producing 
color and lightness which which are influenced by the visual setting in which they occur. The exchange 
of spatial and spectral lighting dependencies for spatio-spectral context effects appears to be a very basic 
element of human vision and the retinex computation. While we do not have a clear definition of information 
in a semantic sense, or visual information as some subset of all information, the idea that information is 
context relationships is appealing. The additional factor of a log function suggests a compactness which 
may be leading in the direction of symbolic representation — the symbol being the ultimate conciseness and 
carrier of meaning. 

The establishment of context relationships is central to at least the senses of vision and hearing. Mu- 
sic seems to be based upon pitch relationships with certain ratios producing consonance or Hissmianw. in 
varying degrees. Speech recognition must contend with the difficulties of speaker variations, the interde- 
pendencies of phonemes, and all manner of extraneous variations in loudness, temporal rates, degrees of 
clarity, and the like. For vision, the awesome task of transforming the signals of vision into the sense of 
vision must succeed in extracting information in the presence of all manner of extraneous variations as 
well as find some very concise ultimately symbolic representation. Context must be a critical element of 
vision information as it is in speech and music where isolated acoustical events become perceived as a 
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Figure 5. Continued: (b) Visual map showing regional classes 

fluid temporal mesh of meaningful words or melody, harmony, and rhythm. Signals are not meaningful 
in isolation and for vision such contextual relationships as edge connectedness, textural uniformity and 
color reflectances differences seem fundamental to building a some sort of “visual information” Perhaps 
the retinex transformation moves one step in this direction by reducing extraneous variations, increase 

ing spatial and spectral differences, and providing a foundation for a structure of relatedness which with 
subsequent processing can become symbolic. 

3.4. Impact of Retinex Processing on Sensor Design and End-to-End Processing 

How should the retinex computation fit within the system of acquiring, processing, and displaying images? 
How does it exert an influence, if any, on sensor design and other image processing? With respect to sensor 
design the retmex from our practical experience, as well as from the consideration of scene radiometry 

5p‘ S T the S f DS ° r deSlgn by for wide dynamic range image data with high signal-to-noise ratios 

(SNR). In order to minimize the visual distraction of emphatic noise in the retinex enhancement wide 
ynamic range scenes should be acquired with high sensitivity sensors. For visible color imaging ’imag o 
data dynamic ranges (at equivalent SNR) should (ideally) be in the 10-12bits range in order to encompass 
the scene radiometry of many everyday scenes and avoid noise visibility in the retinex enhancement of 
images with large very dark regions. 

Ideally the retinex computation should be performed immediately after image acquisition and prior to 
other processmg, especially data compression. Less ideally, the retinex can be applied with good results 
after compression if high quality levels (low compression ratios) of JPEG, for example, are used. There 
is, however a basic tension between the retinex computation and JPEG, in that JPEG hides artifacts in 

S3 ^ 201168 WhlCh thC IGtmeX eDWeS int ° visibility when tog 1 ** compression ratios are 

H the retinex is applied prior to compression by being embedded in a sensor chip or is applied to 
uncompressed data the enhancement makes full use of the sensor performance envelope to achieve results 
tnat are limited only by the sensor performance itself— primarily SNR. 

A front-end retinex has the advantage of bringing out the visual quality so that subsequent compression 

' Sd ° n f e 7‘ t "‘T Ve<i starting P° int ' Til is educes the likelihood that significant visual features will be 
distorted by JPEG or other coding artifacts. 



4. CONCLUSION 

The vtaual image remains an enigma full of surprises, some of which we encountered in our experience 

m Tf Pr °T mg ' thinMllg ab ° Ut the ima S“S Process has been changed in bSc ways 

outlined here. The new directions stimulated are summarized as: 5 yS 

L “*u a PrOCe f ° f transformatio “ rather than rephcation with minimal 

2 ^ T thC V1SUal iaade W of the X*** representation of image data. 

2. The statistical convergence of retmex image enhancements led us to postulate the existence of a 

canonical visual image with consistent statistical aggregate characteristics. Further these can be 

^ ^ Which ^ be the bas “ for A* automatic assessment 

vlz>UcU quality Oi aroitrary images by the computer. 

3. A new deterministic definition of visual information emerges from the computational form of the 

^Cw^J^e“ 0rm ‘ ti0n “ " “• — ‘ he ** » f ^ “ d — 

4. The retmex should be applied ideally as a front-end computation prior to any data compression and 

achieves its fullest visual quality when sensor SNR and digitization cover the KM2bfrs dynamic 
range required by the radiometric character of commonplace scenes. ynami 

A computation like the retinex appears to solve two problems simultaneously-the diminishing of extra, 
us variables such as spatial and spectral lighting and the construction of compact context relationships 
which may provide a basis for bringing more advanced levels of visual intelligence into computi^ ^ 
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